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Waste Tank Summary Report

B. M. Hanlon

ABSTRACT

(1) This report is the official inventory for radioactive waste stored in underground tanks in
the 200 Areas at the Hanford Site. Data that depict the status of stored radioactive
waste and tank vessel integrity are contained within the report. This report provides
data on each of the existing 177 large underground waste storage tanks and 63 smaller
miscellaneous underground storage tanks and special surveillance facilities, and
supplemental information regarding tank surveillance anomalies and ongoing
investigations. This report is intended to meet the requirement of U. 8. Department of
Energy-Richland Operations Office Order 435.1 (DOE-RL, July 1999, Radioactive
Waste Management, U. S. Department of Energy-Richiand Operations Office, Richland,
Washington) requiring the reporting of waste inventories and space utilization for
Hanford Tank Farm tanks.
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Waste Tank Summary Report
For Month Ending January 31, 2001

Note: Changes from the previous month are in bold print.

L WASTE TANK STATUS

Category Quantity Date of Last Change
Double-Shell Tanks® 28 double-shell 10/86
Single-Shell Tanks 149 single-shell 1966
Assumed Leaker Tanks 67 single-shell 07/93
28 double-shell 1986
Sound Tanks 82 single-shell 07/93
Interim Stabilized Tanks* 125 single-shell 09/00 _
Not Interim Stabilized® 24 single-shell 09/00
Intrusion Prevention Completed 108 single-shell 09/96
Controlled, Clean, and Stable’ 36 single-shell 09/96
Watch List Tanks® 19 single-shell | 09/00°
6 double-shell 06/93
Total 25 tanks

* Of the 125 tanks classified as Interim Stabilized, 65 are listed as Assumed Leakers. (See Table G-1)

¥ Six double-shell tanks are currently included on the Hydrogen Watch List and are thus prohibited from receiving waste in accordance
with "Safety Measures for Waste Tanks at Hanford Nuclear Reservation,” Section 3137 of the National Defense Authorization Act for
Fiscal Year 1991, November 5, 1990, Public Law 101-510.

* Two of these tanks are Assumed Leakers (BY-105, BY-106). (Sce Table F-1)

4 See Appendix D for more information on Watch List Tanks.

* Dates for the Watch List tanks are "officially added to or removed from the Watch List" dates. Eighteen tanks were removed from the
Organic Watch List in December 1998; the last two tanks (C-102 and C-103) were removed from the Organic Watch List in August
2000. In December 1999, tank C-106 was removed from the High Heat Load Watch List. Only the Hydrogen Waich List remains.

*The TY tank farm was officially declared Controlled, Clean, and Stable (CCS) in March 1996. The TX tank farm and BX tank farms
were doclared CCS in September 1996.

1. WASTE TANK INVESTIGATIONS

This section indludes all single- or double-shell tanks or catch tanks which are showing surface
level or interstitial liquid level (ILL) decreases, or drywell radiation level increases in excess of
established criteria.
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A, Assumed Leakers or Assumed Re-leakers: (See Appendix H for definition of "Re-leaker")

This section includes all single- or double-shell tanks or catch tanks for which an off-normal or
unusual occurrence report has been issued, or for which a waste tank investigation is in progress,
for assumed leaks or re-leaks. Tanks/catch tanks will remain on this list until either a)
completion of Interim Stabilization, b) the updated occurrence report indicates that the tank/catch
tank is not an assumed leaker, or ¢) the investigation is completed.

There are no formal leak investigations in progress. There are no tanks for which an off-normal
or unusual occurrence report has been issued for assumed leaks or re-leaks.

B. Tanks with increases indicating possible intrusions:

This section includes all single-shell tanks and related receiver tanks for which the surveillance
data show that the surface level or ILL has met or exceeded the increase criteria, or are still being
investigated.

Candidate Intrygion List: Increase criteria in the following tanks indicate possible intrusions.

Tank 241-B-202

Tank 241-BX-101
Tank 241-BX-103
Tank 241-BY-103

The surveillance data was last reviewed on the tanks listed as having probable liquid intrusions:
Memo 74B20-99-045, dated November 22, 1999.

Catch Tank 241-AX-152: The liquid level in this catch tank was steady around 66.75 inches
from the startup of Project W-030, "Tank Farm Ventilation System,” in March 1998 until late
August 1998. The level then began to decrease. The October 1998 reading of 65 inches is 1.75
inches below the summer average. This is an active catch tank, routinely pumped, and
deviations from baseline are not applicable per OSD-00031. The decrease represents a
significant change in trend and it is apparent that tank conditions changed around the end of
August 1998.

Resolution Status: Discrepancy Report #98-853 was issued on November 4, 1998. One
possible cause under investigation is a change in flow path, causing an increase in
evaporation. The tank was pumped down to 2.25 inches on November 13, 1998. Since
that time the level has decreased to 0.00 inches. The Discrepancy Report will remain
open until an engineering investigation is complete.

The discrepancy remained unresolved, and there was a renewed interest in this tank
because of its importance for deactivation of the 702A ventilation system to prepare it for
Decommissioning and Deactivation and for collection of drainage from AX-155. Inthe
absence of an agreement on a leak test, management requested a leak assessment. The
leak assessment team met April 20, 2000, to review the data. Observations inconsistent

10
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with a conclusion that the catch tank was leaking and scanty data prompted the leak
assessment team to defer a decision pending availability of additional data - primarily
tank temperature and a more sensitive level measuring device to shorten the necessary
leak test time. A Leak Test Recommendation was issued May 8, 2000. The leak test
involves adding water to the tank and measuring the level drop, to support tank integrity
assessment. The addition of AX-152 integrity pressure test water to AY-101 is being re-
evaluated because the actual volume of water to be added to the DST system is
considerably more than the volume originally evaluated. The increased volume is
necessary because of the siphon type pump in the catch tank.

Leak assessment is currently being performed per Work Package 2E-00-193. Water was
added in August 2000 which raised the level to 10.75 inches. The level was 8.75 inches

on January 1, 2001.

Work Package 2E-00-194 is on the schedule to fill the catch tank to 80% capacity
(approximately 108 inches) and perform a 40-hour leak test.

Because the ENRAF will not be installed, Work Package ES-99-00133 has been revised
to allow flammable gas sampling through the existing manual tape.

III.  SURVEILLANCE AND WASTE TANK STATUS I-IIGHLIGHTS

Tank 241-A-101 - Pumping began May 6, 2000. No pumping since August 2000; a total of 14.1
Kgallons has been pumped from this tank since start of pumping in May 2000.

Tank 241-AX-101 - Pumping began July 29, 2000. No pumping since August 2000; a total of
8.3 Kgallons has been pumped from this tank since start of pumping in July 2000.

Tank 241-S-102 - Pumping problems forced many shutdowns. The pump was replaced and
pumping resumed on February 19, 2000. Problems with the new pump forced a shutdown on
March 23, 2000. Pumping was interrupted in early June 2000; due to the flushing involved in
trying to return to pumping, June pumping resulted in a net addition to the tank. No pumping
since June 2000, a total of 56.8 Kgallons has been pumped from this tank since start of pumping
in March 1999.

Tank 241-S-106 - Pumping was discontinued on January 3, 2000, to allow the waste levels to
stabilize, s0 waste porosities and final waste volumes can then be calculated to determine
whether this tank meets Interim Stabilization criteria. As of January 31, 2001, waste levels had
not yet stabilized.

11
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Tank 241-S-109 - Pumping began September 23, 2000. In Jan_miry 2001, a total of 600 gallons
was pumped; a total of 145.2 Kgallons has been pumped from this tank (111.0 Kgallons
were pumped in 1979 [primary stabilization], and partial isolation in 1982),

Tank 241-SX-101 - Pumping began November 22, 2000. In December 2000, a total of 6.9
Kgallons was pumped; a total of 19.2 Kgallons has been pumped from this tank. The pump
failed on December 9, 2000. No pumping in January 2001.

Tank 241-SX-103 - Pumping began October 26, 2000. In January 2001, a total of 10.5
Kgallons was pumped; & total of 104.0 Kgallons has been pumped from this tank since start
of pumping in October 2000.

Tank 241-SX-105 - Pumping began August 8, 2000. In January 2001, a total 7.3 Kgallons
was pumped; a total of 149.3 Kgallons has been pumped since start of pumping in August
2000.

Tank 241-U-102 - Pumping began January 20, 2000. In January 2001, a total of 2.6 Kgallons
was pumped; a total of 74.0 Kgallons has been pumped from this tank since start of
pumping in January 2000.

Tank 241-U-105 - Pumping began December 10, 1999, and was discontinued July 13, 2000,
because of a pump failure. Waste levels are being allowed to stabilize, so waste porosities and
final waste volumes can then be calculated to determine whether this tank meets Interim
Stabilization criteria. As of January 31, 2001 waste levels had not yet stabilized.

Tank 241-U-106 - Pumping began August 24, 2000. In December 2000, a total of 0.7 Kgallons
was pumped,; a total of 39.1 Kgallons has been pumped from this tank sirice start of pumping in
August 2000. Pumping rate has fallen below 0.05 GPM. The pump failed on December 29,000.
The tank is currently in observation mode to determine eligibility for interim stabilization.

Tank 241-U-109 - Pumping began March 11, 2000. In December 2000, a total of 0.6 Kgallons
was pumped; a total of 65.9 Kgallons has been pumped from this tank since start of pumping in
March 2000. Jet pump failure occurred on December 4, 2000. Attempts to restart the pump
have been unsuccessful. The tank is currently under observation mode to determine eligibility
for interim stabilization with major equipment failure.

2. le-Shell T 41-SY-101 Waste Level Incr

The flammable gas safety issues were resolved, and Tank 241-SY-101 was officially
removed from the Hydrogen Watch List on January 11, 2001. This action completes the
resolution of the top safety problem in the DOE complex for over a decade. It is expected
that SY-101 will be back in service this year, initially used to receive waste from ongoing
operations to remove the retrievable liquid from single-shell tanks.

12



HNF-EP-0182, Rev. 154

3. s -2001- rren { "Corrosion rved in
Tank 241-AY-10 ri i ion of the Annul ection," Off-
Normal Occurrence, Notification Date: January 31, 2001,

Corrosion of the primary and secondary liners of DST AY-101 was observed during video
inspections of the tank annulus region in 1999 and 2000. Follow-up video inspections that
were completed on January 29, 2001 show more extensive corrosion in localized regions of
the primary and secondary liners when viewed from the annulus region. There are no
visual or radiological indications of waste leakage from the tank.

An operational restriction has been imposed to limit the waste level in this tank to less than
80 inches until further evaluation can be performed. '

13
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APPENDIX A

MONTHLY SUMMARY
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TABLE A-1. MONTHLY SUMMARY

TANK STATUS
Jamuary 31, 2001
200 200
EAST AREA WEST AREA JOTAL

IN SERVICE 25 03 28 (1)

OUT OF SERVICE 66 83 149

SOUND 59 51 110

ASSUMED LEAKER 32 35 67

INTERIM STABILIZED 60 65 125

ISOLATED

PARTIAL INTERIM 1 30 41
INTRUSION PREVENTION COMPLETE 55 53 108
CONTROLLED, CLEAN, AND STABLE 12 24 36
WASTE VOLUMES (Kgallons)
200 200 SST DST
EAST ABREA WEST AREA JOTAL JANKS TJANKS JOTAL

SUPERNATANT
AW Aging waste . 1757 0 1757 0 1757 1757
cC Complexant concentrats waste 3187 1264 4431 0 4431 4431
CP Concentrated phosphate waste 1089 0 1089 0 1089 1089
DC Dilute complexed waste 808 811 1619 1 1618 1619
DN Dilute non-complaxed waste 1574 0 1574 4] 1574 1574
PD PUREX/TRUsolids az 0 anz o] a7 Nz
NCPLX Non-complexed waste 164 149 313 313 0 313
DSSF Doublo-lh?ll slurry faed 8032 _{1 ?8 6200 1042 5151

o zoose

ERNATANT 0 i i e e %e808. 3382 a1 368
SOLIDS
Siudge (includes Hquida) 8502 5648 12150 11059 1091
Saltcake (includes fiquide) 8108 15791 23897 20889 3208

st

TOTAL SOLIDS 14608 21439 36047 31748 4299

AVAILABLE SPACE IN TANKS 10236 825 11061 =0 11061 11061
DRAINABLE INTERSTITIAL LIQUID {2) 1425 2018 3443 3443 ) 3443
DRAINABLE LIQUID REMAINING {2) 2472 2334 4806 4806 (2) 4806

{11 Includes six double-shell tanks on Hydrogan Watch List not currently sllowed to receive waste, AN-103, AN-104, AN-105, AW-101, SY-101, and SY-103,
SY-101 was removed from the Hydrogen Watch List in January 2001and will return to service later in the year.

{2} Drainable Interstitinl Liquid and Drainsble Liquid Remaining for single-shell tanks only; not applicable for double-shell tanks

<1 'A% ‘7810-dd-ANH
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TABLE A-2. TANK USE SUMMARY

s
o

1))

COOO0OWOO

11
5
3
9
10
1

12

SY-101 wes remaoved from the Hydrogen Watch List in January 2001 and will return to service later in the year.

January 31, 2001
ISOLATED TANKS
TANKS AVAILABLE PARTIAL __ INTRUSION __ CONTROLLED  INTERIM
TANK  TO RECEIVE ASSUMED  INTERIM PREVENTION  CLEAN,AND  STABILIZED
EARMS WASITE IRANSERS SOUND  LEAKER [SQLATED COMPLETED STABLE JANKS
0 3 3 2 4 0 5
7 () 7 0 0 ()] 0 0
8 8 0 0 0 0 0
6 (1) 6 0 0 0 0 )
0 2 2 1 3 0 3
2 2 0 0 0 0 0
2 2 0 0 0 0 0
o 6 10 0 16 0 16
o 7 5 0 12 12 12
0 7 5 5 7 0 10
0 9 7 3 13 0 14

¥S1 "AYY “I810-dH-INH



rv

TABLE A-3. PUMPING RECORD, LIQUID STATUS AND PUMPABLE
LIQUID REMAINING IN TANK FARMS

Janury 31, 2001
Waste Volumes (Kgalions)
CUMULATIVE DRAI/NABLE DRAINABLE PUMPABLE
TANK PUMPED  PUMPED FY TOTAL PUMPED SUPERNATANT INTERSTITIAL  LIQUID SST LIauID
EABMS THIS MONTH T0 DATE 1979 70 DATE LIQUID BEMAINING REMAINING REMAINING
A 0.0 0.0 164.6 503 161 6656 622
AN N/A N/A N/A 3741 N/A N/A N/A
AP N/A N/A N/A 5393 N/A N/A N/A
AW N/A N/A N/A 2489 N/A N/A N/A
AX 0.0 0.0 21.3 378 105 483 447
AY N/A N/A N/A 482 N/A N/A N/A
AZ N/A N/A N/A 1757 N/A N/A N/A
0.0 0.0 15 262 277 203
0.0 200.2 24 127 N/A N/A
1567.8 0 581 581 498
3
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TABLE A-4. INVENTORY SUMMARY BY TANK FARM

SUPERNATANT LIQUID VOLUMES (Kgafio

January 31, 2001

SOLIDS VOLUME

TOTAL  AVAL

SNASIE _SEACE
1479 0
8489 2491
8482  3s3s
3982 2858
828 o
774 1188
1914 63
1909 0
1490 0
4387 0
1784 )

4929
3742
2595
1877
6810

639
3239

825

o o 0O

0000 O0O0

£C

o
1778
139

©C0 00000
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o o0
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¢
0

1089

0000000

000 0CO0O0O0

(-

o 0 0 0 = 00

DN PR  NCRLX DSSE _TQIAL

o °
224 o
s [
921 317
0 o
391 )
0 0

0 0

o 0

[ o

o o

0000 O0O0O0
o0 00000

noo0o0O0 oo

-

503
37
5393
2489

378

482
1757

15
24

128

78
134
2075

SALT

574 402

4 1748

0 89
571 922

26 422
292 o
157 o
12%1% 883
1259 207
754 3833
1658 (4]

1184 3669
227 2681

ra 449
1703 145
897 8104
529 110
537 2833

B S e s
Gl o 3 517 x EGE R Bk
ELE: Sk

SLUDGE .CAKE . IQTAL

4853
3808

520
1848
6801

839
3170
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TABLE A-5. INVENTORY AND STATUS BY TANK - DOUBLE-SHELL TANKS

Jannary 31, 2001
TANK STATUS SOLIDS VOLUME PHOTOS/VIDEOS
SLUDGE SALTCAKE SEE
EQUIVA- AVAIL. | SUPER- | SLUDGE LIQUID SALTCAKE  LIQUID FOOTNOTE
LENT  TOTAL SPACE | NATANT | includes (15%  [ncludes  (26% | soLDS | LAsT LAST |FOR
WASTE TANK  TANK WASTE WASTE (1} | LHQUID | Kouid) porosity} fiquidl  porosity) | VOLUME | N-TANK  mN-TANK |THESE
TANK  MATL  STATUS USE  INCHES [Kga) (Kgeh) | tkgah | kgen  (kgan {Kgal) Kga) | UPDATE | PHOTO  VIDEO |CHANGES
AN TANK FARM STATUS
AN-101 DN  SOUND DRCVR 815 2¢  o91e 224 ] ] o o0 | 06/30/99
AN-102 CC  BOUND CWHT 3822 1061 89 962 o o 89 22 | oss30m9
AN-103 DSS BOUND CWHT 347.6 858 184 408 (] 0 457 114 | oe/a0/e8| toi2e/87
AN-104 DSSF BOUND CWHT 23825 1052 88 003 ] ] 449 112 | oes30/99| osy19/88
AN-105 DSSF BOUND CWHT 4102 1128 12 e39 0 0 489 122 | oe/30/98] o01/26/88
AN-106 CC  SOUND CWHT 138 | 1102 3| o o 17 4 | 0s/30/99
AN-107 CC  BOUND CWHT 3782 1040 100 73 o 0 247 62 | 06/30/99| osoves
7 DOUBLE-SHELL TANKS TOTALS __ 6489 2491 3741 0 o 1748 436
AP TANK FARM STATUS
AP-101 DSSF SOUND DRCVR 4061 1114 26| 1114 o o ¢ o] osj01/89
AP-102 CP  SOUND DACVR 3960 1089 51 1089 o 0 o o] o7n1/ee
AP-103 CC  SOUND DRCVR 1025 282 858 82 o o ] o | 06/31/96
AP-104 ©C SOUND DRCVR 4033 1109 3t 1100 o ] o o} 101388
AP-105 DSSF SOUND CWHT 4124 1134 6| 1045 .0 o 89 22 | 06/30/99 09/27/95
AP-106 DC  SOUND DRCVR 226.2 622 518 622 o o o o| 1018
AP-107 DC  SOUND DRCVR 342 94 1046 94 ] 0 o ¢ | 1onass
AP-108 DN  SOUND DRCVA 13.8 s 1102 38 o o o o | 101388
8 DOUBLE-SHELL TANKS JOTALS 5482 3838 | 5393 o 0 89 22
AW _TANK FARM STATUS
AW-101 DSSF BOUND CWHT 4095 1128 14 751 0 ) a7s 84 | 10/31/00| o3/17/88
AW-102 DN  SOUND £VFD 3149 868 274 838 o 0 a0 8 | 01/31/01| o02/02/83
AW-103 PD  SOUND DRCVR 1847 508 632 145 e 79 47 12 | 06/30/99
AW-104 DN  SOUND DRCVR 114.9 318 824 85 o 0 231 58 | o6/30/88| 02/02/83
AW-106 PD  SOUND DACVR 1553 4271 M3 172 255 3 0 o | oeraoee
AW-106 DSSF SOUND SRCVR 268.7 738 401 500 0 ] 238 60 | o6/30/m8| o02/02/83
6 DOUBLE-SHELL TANKS TOTALS 3382 2868} 2489 571 117 922 232
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TABLE A-5. INVENTORY AND STATUS BY TANK - DOUBLE-SHELL TANKS

v

January 31, 2001
TANK STATUS PHOTOS/VIDEOS
SLUDGE SALTCAKE SEE
EQUIVA- AVAIL. | SUPER- | SLUDGE LIQUID SALTCAKE LQUD FOOTNOTE
LENT TOTAL SPACE |NATANT jdncludes (16%  (includes (26% SOLIDS | LAST LAST |FOR
WASTE TANK TANK WASTE WASTE (1) | UQUD | Bquidl porosity)  Kquid) porosity) | VOLUME | IN-TANK  IN-TANK |THESE

TANK MATL STATUS USE INCHES (Xge)  (Kgel} | (Kgeh | (Kgall Xgeh {Kgal} Kgal} UPDATE | PHOTO  VIDED |CHANGES

AY TANK FARM STATUS
AY-101 DC SOUND DACVR 724 199 781 ] 108 18 o o| oe/a0/99] 12/28/82
AY-102 DN SOUND DRCVR 2001 675 406 an 184 ] o o] 10/31/00] 04/28/81
2 DOUBLE-SHELL TANKS TOTALS 774 1188 482 292 44 0 0

AZ TANK FARM STATUS
AZ-101 AW SOUND CWHT 3336 7 63 866 62 8 o 0| oe/30/88f 0ce/18/83 2
AZ-102 AW SOUND DRACVR 36265 o7 0 892 106 16 (1] o| oerao/ee] 10/24/84 fg
2 DOAFBLE-SHEL]L TANKS TOTALS 1914 83 1757 167 24 0 [ &

o

SY TANK FARM STATUS P
sv-101  cc SOUND CWHT 353t 1| 189 g8 o /] 83 21 | oaraoreet oa/12/88 g
SsY-102 DC SOUND DRCVR 3207 882 258 81 il 1% o o] 08r30/98] 04/29/81 _
SY-103 CC SOUND CWHT  265.8 742 398 a7e o o 366 92 oe/30/99] 10/01/86 {a} 4
3 DOUBLE-SHELL TANKS TOTALS 2595 B25 2076 k2] 11 449 113
GRAND TOTAL 20235 11061 16037 10Mm 196 3208 803

Nots: +/- t Kgal ditferences sre the result of computer rounding
Available Space Celculations Used in this Document
Tank Farme {Most Conservative)
AN, AP, AW, SY 1,140,000 gal (414.5 1,140 Xgal
AY, AZ {Aging Wast 880,000 ga! (350.4 | 880 Kgal

NOTE: Supamate + Shuigs (includes laquid) + Seltceks (inchudes liquid) = Total Waste

(1} Avaliable Space volumes Includs restricted space. - soe Appendix C tables for sllocstion of thess restrictions.

{a} SY-103 - from March 2000 tiwu August 2000, the total ssltcake was mistakenly shown as totsl shudge, due to re-ceiculstions and & new format used during that tima,
Thera Is no shudge in this tenk.
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS
January 315(2001

TANK STATUS LIQUID VOLU SOLDS VOLU PHOTOS/VIDEOS
DRAIN- DRAN-  PUMP- SEE
SUPER- ABLE PUMPED ABLE ABLE FOOTNOTES
STABIL/ TOTAL [NATE INTER- THIS TOTAL LQUID  LQUID SALT SOLIDS LAST LAST |FOR

WASTE TANK ISOLATION WASTE |LIQUID STIT. MONTH PUMPED REMAIN REMAIN [SLUDGE CAKE VOLUME | IN-TANK IN-TANK JTHESE

TANK MAT'L. INTEQORITY STATUS {Kgal) |Kgsll  (Kgal} (Kgad) (Kgal) {Kgal) Kgall JiKasl) iKgal) UPDATE | PHOTO VIDEO |CHANGES
A TANK FARM STATUS
A-101 DSSF SOUND ™ 877 494 95 0.0 141 580 674 3 3680 | 00/30/98] 06/21/896 gl
A-102 DSSF SOUND 1S/P1 M 4 8 0.0 95 12 4 15 22| 07/27/89] 07/20/698
A-103 DSSF ASMD LKR IS/P an B 45 0.0 111.0 50 43 366 01 06/03/88] 12/28/88
A-104 NCPLX  ABMO LKR ISP » 4] 4 0.0 0.0 4 0 28 0] 01/27/718| 06/25/86
A-106  NCPLX  ASMO LXR IS/IP 37 (4] [ c.0 0.0 1) 0 37 0| 10/31/00] 08/20/86
A-106 CP SOUND 1S/P 125 0 9 .0 0.0 9 1 126 0| 08/07/82] 06/19/86
6 SINGLE-SHELL TANKS TOTALS 1479 503 161 0.0 164.6 866 822 6574 402
AX TANKF ATUS
AX-101 DSSF SOUND [ a78 aza 74 0.0 8.3 452 438 3 295 | 009/30/00] 08/18/87 B
AX-102 €C ASMD LKR 1S/1P 0 0 7 0.0 13.0 7 7 23| 08/30/89] 06/05/89
AX-103 CC SOUND s/P 112 0 23 0.0 0.0 23 " 8 104 | 06/30/99| 08/13/87
AX-104 NCPLX  ASMD LKR IS/1P 8 0 1 0.0 0.0 1 0 8 0] 08/20/99| 08/18/87
4 SINGLE-SHELL TANKS TOTALS: 826 378 105 0.0 21.3 483 447 26 422
B_TANK FARM STATUS

B-101  NCPLX  ASMOD LKR 15/1P 113 0 24 c.0 0.0 24 17 0 113 | 06/20/98] 05/19/83
B-102 NCPLX  SOUND 1S/IP 3z 4 7 .0 0.0 1 4 o 28| 06/30/98] 08/22/86
B-103 NCPLX ASMO LXR IS/P 59 0 1 0.0 0.0 H 3 4] 69 | 06/30/99] 10/13/88
B-104 NCPLX  SOUND IS/IP n 1 45 0.0 0.0 46 42 309 681 | 06/30/99} 10/13/88
B-105 NCPLX  ASMD LKR IS/1P 168 0 20 0.0 0.0 20 16 28 130 | 06/30/88] 06/19/68
B-108 NCPLX  SOUND 1S/1P 117 1 25 0.0 0.0 26 19 0 116 | 02/20/00] 02/26/85
B-107 NCPLX  ASMD LKR fS/IP 165 1 22 0.0 0.0 23 19 93 | 06/30/99] 02/28/685
B-108 NCPLX  SOUND 1S/P 84 0 16 0.0 0.0 15 " 53 41 | 06/30/99] 05/10/85
B-109 NCPLX  SOUND ISP 127 0 F4l 0.0 0.0 21 17 63 64 | 06/30/99| 04/02/86
B-110 NCPLX  ASMD LKR IS/IP 246 1 27 0.0 Q.0 28 20 245 0| 02/28/86] 03/17/88
B-111 NCPLX ASMODLKR IS/IP 237 1 23 0.0 0.0 24 29 2368 01 06/28/685| 06/26/85
B-112 NCPLX  ASMD LKR IS/1P a3 3 4 0.0 0.0 7 3 0 0| 05/31/85| 05/29/86
B-201 NCPLX  ASMOD LKR IS/IP 29 1 4 c.0 0.0 6 1 28 0| oa/sra2| 11/12/86 06/23/86
B-202 NCPLX  SOUND ISAP 7 0 4 0.0 0.0 4 o 27 0| 05/31/85| 05/29/86 06/15/95
B-203 NCPLX ASMO LKR IS/1P 51 1 5 0.0 0.0 2] 1 80 0] 05/31/84| 11113/86
B-204 NCPLX ASMD LKR 15/1IP 60 1 5 0.0 0.0 6 1 49 0] 05/31/84| 10/22/87
16 SINGLE-SHELL TANKS TOTALS 1909 15 262 0.0 0.0 277 203 1211 683|
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS
January 31, 2001

STARR/ TOTAL |SUPER- INTER- THIS TOTAL tlQUID LUQUD SALT SOLDS LAST LAST [FOR
WASTE TANK ISOLATION WASTE |NATE STIT, MONTH PUMPED REMAIN REMAN |SLUDGE CAKE VOLUME | IN-TANK IN-TANK [THESE
TANK  MAT'L. INTEORITY STATUS {Kgell |iKgel) {Kg Kgal) (Kgal) Kgall {Kgah |(Kgall {Kgal) UPDATE | PHOTO  VIDED JCHANGES
BX _TANK FARM STATUS
BX-101 NCPLX ASMD LKA 1S/P/CCS 43 1 4 0.0 0.0 1 1 42 0 | 04/208/82] 11/24/88 11/10/94
BX-102 NCPLX ASMD KR IS/IP/CCS ] 0 0 0.0 0.0 o . 0 ] 0 | 04/28/82] 09/18/86
BX-103 NCPAX SOUND 1ISAPICCS n 9 4 0.0 0.0 13 9 62 0| 11/28/831 10/31/68 10/27/84
BX-104 NCPLX SOUND ISAP/CCS 23 3 4 0.0 17.4 7 a 90 0| 02/28/00] 00/21/890
BX-106 NCPLX SOUND ISAPICCS 5t 5 4 0.0 15.0 9 5 48 0| 08/30/88] 10/23/88
BX-108 NCPLX SOUND ISAPICCS 38 0 4 0.0 140 4 L] B 0| 08/01/95] 06/19/68 07/17/95
BX-107 NCPLX SOUND ISAPICCS 346 1 a8 0.0 231 a7 a 344 O | 09/16/890] 09/11/90
BX-108 NCPLX ASMD LXR [ISAP/CCS 26 0 4 0.0 0.0 4 o 28 0| 07/31/79] 06/06/84
BX-109° NCPLX SOUND ISAPICCS 1193 0 2% 0.0 8.2 % 20 193 © | 09/17/90| 09/11/90
8X-110 NCPLX ASMDLKR I1SAP/CCS 207 3 2 0.0 1.5 3 28 133 71 | 06/30/99] 07/15/04 10/13/04
BX-111 NCPLX ASMD LKR ISAPICCS 162 1 6 0.0 1169 ] 2 25 138 | 06/30/98] 065/18/94 02/28/86
BX-112 NCPLX SODUND IS/IP/CCS 185 1 9 0.0 4.t 10 7 164 © | 09/17/90] 09/11/90
12 SINGLE-SHELL TANKS TOTALS: 1490 24 127 0.0 200.2 151 108] 1268 207
BY TANK FARM STATUS
BY-10t NCPLX SOUND sne 387 0 8 0.0 3%.8 8 24 109 278 | 05/30/84| 09/18/89
BY-102 NCPLX SOUND 15/P1 277 0 40 0.0 15680 40 33 0 277 | 05/01/95| 09/11/87 04/11/96
BY-103 NCPLX ASMD LKR IS/P 400 0 58 0.0 95.9 68 63 8 391 | 06/30/99| 09/07/89 02/24/97
BY-104 NCPLX SOUND sap 326 0 40 0.0 329.6 40 36 150 176 | 06/30/99] 04/27/83
8Y-106 NCPLX ASMDILKR /P 503 0 o 0.0 00 mn " 48 455 | 08/31/99] 07/01/86
8Y-108 NCPLX ABSMDLKA /M 562 0 132 0.0 83.7 132 118 84 476 | 12/31/98] 1104/82
BY-107 NCPLX ASMDLKR IS/P 266 0 39 0.0 56.4 a9 35 40 226 | 08/30/93] 10/15/08
BY-108 NCPLX ASMDIKR ISP 28 0 a3 0.0 275 33 28 154 74 | 04/208/82] 10/15/86
gY-109 NCPLX SOUND IS/P 290 0 n 0.0 1671 N 285 57 233 | 07/08/87] 06/18/97
BY-110 NCPLX SOUND sne 398 0 2 0.0 2133 4! 17 103 296 | 09/10/79] 07/26/64
BY-111 NCPLX SOUND IShe 459 0 14 0.0 3.2 14 6 0 458 | 06/30/99] 10/31/08
BY-112 NCPLX SOUND ] M 0 2 0.0 116.4 24 12 0 291 | 06/30/99] 04/14/88
12 SINGLE-SHELL TANKS TOTALS: 4387 0 581 0.0 1587.8 681 498 754 3633
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

B s S e

itk

s
%

s
A e

SOLIDS VOLUME
DRAIN- DRAN-  PUMP- SEE
ABLE PUMPED ABLE ABLE FOOTNOTES
STABIL/ TOTAL |SUPER- INTER- THIS TOTAL LKQUID LIQUID SALT SOLIDS LAST LAST FOR

WASTE TANK ISOLATION WASTE |NATE STIT. MONTH PUMPED REMAIN REMAN |SLUDGE CAKE VOLUME | IN-TANK IN-TANK THESE

TANK MATL INTEGRITY STATUS Kgsl) |iKgsi)  (Kgal Kgslh  {Kgal) {Kgal) Kgal) 1iKgsl) (Kgel) UPDATE { PHOTO VIDEQ CHANGES
CT ATUS
C-101  NCPLX ASMDLKR IS/IP 88 0 4 0.0 0.0 4 0 88 0| 11/29/83} V1/17r87
c102 OC SOUND Is/P 3s 0 62 0.0 46.7 82 55 318 0| 00/30/95] 06/18/78 08/24/95
€103 NCPLX SOUND m 198 79 18 0.0 0.0 97 83 119 ¢} 12/31/98] 07/28/87
c-104 CC SOUND L) 263 o o] 0.0 0.0 0 4 263 0] 02/0100{ 07/26/90
C-106 NCPLX SOUND 15/™ 132 0 20 0.0 0.0 20 o 132 0] 02/29/00] 0B/0G/04 08/30/95
C-108 NCPLX BOUND wm 48 42 0 0.0 0.0 42 ] 8 0] 10/31/98| 08/05/84 08/08/94
Cc-107 ©OC SOUND 1sne 257 0 30 0.0 40.8 0 25 257 0{ 08/30/99] 00/00/0}
C-108 NCPLX SOUND Isnp a8 [+ 4 0.0 0.0 4 0 86 0| 02/24/84] 12/06/74 11/17/94
C-108 NCPLX BOUND Is/P 88 4 4 0.0 0.0 8 4 62 0 11!29!83J 01/30/78
c110 DC ASMD LKR ISP 178 1 37 0.0 16.56 38 0 177 0| 06/14/95] 08/12/86 05/23/95
C-111  NCPLX ASMDLKR 15/P 57 0 4 0.0 0.0 4 0 87 0| 04/28/82] 02/25/10 02/02/96
C-112 NCPLX SOUND 1S/IF 104 0 ] 0.0 0.0 8 1 104 0| 09/16/50] 09/18/90
C-201 NCPEX ASMDIKR IS/P 2 o 0 0.0 0.0 4 0 2 0] 03/31/82| t2/02/86
C-202 EMPTY ASMDIKR IS/IP 1 0 0 0.0 0.0 o 4] 1 0| 019779} 12/00/66
C-203 NCPLX ASMDLXR ISP & 0 0 0.0 0.0 o o 6 0| 04/26/82] 12/08/88
C-204 NCPLX ASMD LKR IS/IP 3 4] 0 0.0 0.0 [+ ] 0 3 O] 04/28/82] 12/09/96
16 SINGLE-SHELL TANKS TOTALS: 1784 126 189 0.0 103.0 31s 207 1658 [
S TANK FARM STATUS

S-101 NCPLX SOUND m 427 12 83 0.0 0.0 95 80 211 204 12!31!98' 03/18/88
S-102 DSSF SOUND m 4892 0 93 0.0 56.8 a3 106 387 { 05/31/00] 03/18/88 )
$-103 DSSF SOUND IS/ 237 t 45 0.0 23.9 46 39 9 227 | 04/30/00| 06/01/89 01/28/00
S-104 NCPLX ASMD LKR ISP 294 1 34 0.0 0.0 35 N 293 0| 12720184 12/12/84
S-1056 NCPLX SOUND 1s5np 456 o 42 0.0 114.3 42 33 2 454 OQIZWJ 04/12/89
$-106 NCPLX SOUND P 328 0 10 0.0 203.6 10 2 (] 328 | 08/30/00] 03/17/89 ©1/28/00 (»)
$-107 NCPLX SOUND g 37e 14 61 0.0 0.0 75 61 283 69 | 08/30/99| 03/12/87
§-108 NCPLX SOUND ISP 432 0 0 0.0 199.8 o 0 6 427 | 10/01/99] 0/12/87 12/03/96
§-109 NCPLX SOUND [ 473 0 59 0.8 145.2 59 49 13 460 | 12/3i/00| 12/31/98 G
S-110 NCPLX SOUND 1S/ 390 0 30 0.0 203.1 30 27 131 269 | 05/14/92| 03112487 1211196
S-111  NCPLX SOUND [la 501 48 82 0.0 33 130 a7 116 337 | 08/30/98] 0B/10/89
S-112 NCPLX SOUND m 823 0 81 0.0 125.1 81 70 6 517 | 12/21/98] 03/24/87
12 SINQLE-SHELL TANKS TOTALS: 4929 76 620 0.6 1075.1 696 578 1184 3669
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS
, 2001

TANK STATUS SOLIDS VOLUME
DRAIN- DRANN-  PUMP- SEE
ABLE PUMPED ABLE ABLE FOOTNOTES
STAMU  TOTAL |SUPER- INTER- THIS TOTAL LQUID  LIQUID SALT { sOLDS LAST LAST [FOR

WASTE  TANK ISOLATION WASTE |[NATE  STIT. MONTH PUMPED REMAIN REMAIN |SLUDGE CAKE | VOLUME | IN-TANK IN-TANK |THESE

TANK MATL. INTEGRITY STATUS {Kgal) |(Kgali (Kgal) {Kgah) (Kgel) (Kgati Kgal) | (Kgelt {Kgah) | UPDATE | PHOTO VIDEO |CHANGES
SX TANK FARM STATUS
$X-101 DC SOUND m 429 o 93 0.0 19.2 93 80 0 420 1243/00] 03/10/89 mn
SX-102 DSSF SOUND ™ 614 134 o5 0.0 0.0 229 218 0 38c| 04/30/00] 01/07/88
SX-103 NCPLX  SOUND m 530 o 43 105 1040 43 28 116 415 | ovavot] 1217/87 4]
SX-104 DSSF ABMD LXR I5/P1 446 (1] 48 00 2313 48 44 138 310 | O4/30/00! 00/06/88 02/04/98|
SX-106 DSSF SOUND Fia] 488 /] 4 7.3 1493 4 -8 e  423| -1731201] oe/15/88 in
SX-108 NCPLX  SOUND (7). ] 287 (1] a7 00 1475 37 a 0 297 | O5/31/98] 08/01/88
SX-107 NCPLX  ASMD LKR ISP 102 0 0 0.0 0.0 o o o5 17 lcvauool 03/06/87
SX-108 NCPLX  ASMD KR 18/1P 87 1] o 0.0 0.0 0 ] er o| 12/31703] oxoere?
SX-109 NCPLX ASMD LKR ISP 249 o o 0.0 0.0 0 ] 60 188 | 10/31/00] 05/21/86
SX-110 NCPLX  ASMD LKR IS/1P 62 0 o 00 0.0 o ] o2 0] 10/06/76] 02/20/87
SX-111 NCPLX  ASMD LXR IS/P 122 0 -] 0.0 0.0 -] k] 122 0] 08/30/89] 08/08/04
SX-112 NCPLX ASMOD LKR IS/IP 108 o ] 0.0 0.0 -] 1 108 0| oe/30/99| 0¥10/87
SX-113 NCPLX  ASMO LKR ISP n (1] ] 0.0 0.0 o ] N 0] 06/30/99] 03/18/88
SX-114 NCPLX  ASMO LKR IS/1P 166 0 o 0.0 0.0 o o 44 121| 10/3100| 02/26/87
SX-116 NCPLX  ASMD LKR IS/1P 12 o ] 0.0 0.0 o o 12 o| oa28/82| 0y31/88 .
15 SINGLE-SHELL TANKS TOTALS: 3742 134 334 17.8  851.3 468 395 927 2681
F. STATUS

T-101  NCPLX  ASMD LKR IS/ 102 1 20 0.0 25.3 21 16 a7z 684 | 08/30/38] 04/07/83
T-102 NCPLX SOUND 1snp 32 13 3 0.0 0.0 16 11 19 0| osyav/es| os/28/89
T-103 NCPLX  ASMD LKR IS/P 27 4 3 0.0 0.0 7 3 23 o| 11/2e/83] 07/03/84
T-104 NCPMLX  SOUND 15/M M7 0 n 0.0 1495 a 27 a7 0| 12/31/99] 06/29/69 10/07/99]
T-106 NCPLX  SOUND snp o8 0 6 0.0 0.0 s 0 ] 0| oss20/87] 08/14/87
T-108 NCPLX  ASMOD LKR IS/P n 2 1] 0.0 0.0 2 2 19 0| o4/20/82] 06/29/89
T-107 NCPLX  ASMD LXR IS/P1 173 0 34 0.0 1.0 73 20 173 0| os/3t/98] 07/12/84 05/09/96
T-108 NCPLX  ASMD LXR 18/1P “ 0 5 0.0 0.0 [ 0 2 23| 06/30/99| 07/17/84
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(14

TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

LIQ!

Jamuary 31, 2001

s,

UID VOLUME

T e
R
! .;4555.’79'45;”?.:33‘;‘:/.355"}‘5:%55%5{

DRAIN- DRAIN- PUMP SEE
ABLE PUMPED ABLE ABLE FOOTNOTES
STABKS TOTAL |SUPER- NNTER- THIS TOTAL LKQUD LIQUD SALT SOLIDS LAST LAST |FOR
WASTE TANK ISODLATION WASTE |[NATE STIT. MONTH PUMPED REMAIN REMAN |SLUDGE CAKE VOLUME | IN-TANK IN-TANK |THESE
TANK MATL WNNTEGRITY STATUS Kgal} |{Kgal) {Kaal) (Kgal) Kgall (Kgal} {Kgal) ]iKgal) Kgal) UPDATE PHOTO VIDEO [CHANGES
T-108 NCPLX ASMDIKR IS/IP B8 1] 10 0,0 0.0 10 3 [+] 58 oelmsl 02/25/93
T-110 NCPLX SOUND s 389 1 48 0.0 50.3 48 43 368 0] 01/31/00] 07112/84 10/07/99
T-11t  NCPLX ASMDLKR IS/M 448 0 a8 0.0 9.6 a8 a6 448 0] 04/18/94} 04,1394 02/13/95
T-112 NCPLX SOUND 1s51P a7 7 4 0.0 0.0 1" 7 80 0| o4/28/82] 08/01/84
T-201 NCPLX SOUND 1s1P 29 1 4 0.0 0.0 13 1 28 0| 05/31/78] 04/15/88
T-202 NCPLX SOUND ISP 21 0 3 00 0.0 3 0 21 0| ornam | 07/06/89
T-203 NCPLX SOUND IsHp as 4] 5 090 0.0 [ 0 35 0] 01/3t/78] 08/03/89
T-204 NCPLX SOUND [-7]] 4 38 0 5 0.0 0.0 1 0 a8 0| 07/22/81] o8/ONB9
18 SNGLE—SHELE TANKS TOTALS: 1877 2 218 0.0 245.7 248 168 1703 145
TX_TANK FARM STATUS
TX-101 NCPLX SOUND ISAP/CCS ar 3 8 0.0 0.0 1" 7 74 10| 06/30/99] 10/24/85
TA-102 NCPLX SOUND IS/IP/ICCS 217 [+] 27 0.0 4.4 27 16 0 217 | 087a1/84] 10/31/85
TX-103 NCPLX SOUND ISIPICCS 167 [+ 18 0.0 68.3 i8 1 0 157 | 06/30/99] 10/31/85
TX-104 NCPLX SOUND IS/IP/ICCS 65 5 9 0.0 a8 4 ) 23 371 06/30/99] 10/16/84
TX-106 NCPLX ASMDLKR IS/IP/CCS 809 Q 25 0.0 121.6 25 14 0 608 | OB/22/77] 10/24/89
TX-108 NCPLX SOUND ISAP/CCS k8] 0 az 0.0 134.8 a7 0 [+] M1 06/30/99] 10/31/86
TX-107 NCPLX ASMD LKR IS/IP/CCS 38 1 8 0.0 0.0 7 1 a 27} ©06/30/99] 10/31/65
TX-108 NCPLX SOUND IS/IP/CCS 134 4] 8 0.0 13.7 8 1 .1 128 | 06/30/848] 08/12/89
TX-108 NCPLX SOUND IS/IPICCS 364 0 [ 0.0 723 ] 2 384 0] 06/30/99] 10/24/89
TX-110 NCPLX ASMD LKR IS/IP/CCS 482 [+ 14 0.0 115.1 14 10 ar 425 | 06/30/99] 10/24/89
TX-111 NCPLX SOUND 1S/IPICCS 370 0 10 0.0 98.4 10 8 43 327 1 06/30/889] 09/12/89
TX-112 NCPLX SOUND ISNPICCS 649 0 26 0.0 84.0 28 21 [+] 649 1 05/30/83; V1/19/87
TX-113 NCPLX ASMD LKR IS/IP/CCS 653 0 30 0.0 19.2 0 [+ 0 653 | 10/31/00; 04/11/83 08/23/94
TX-114 NCPLX ASMD LKR IS/IP/CCS 83s 0 17 0.0 104.3 17 1 4 M 06/30/99] 04/11/83 02/17/85
TX-116 NCPLX ASMD LKR ISAP/CCS 568 0 25 0.0 89.1 25 15 0 668 | 08/30/99] 06/15/88
TX-118 NCPLX ASMD LKR IS/IP/ICCS 831 0 21 0.0 238 2 17 68 563 | 06/30/99] 10/17/89
T™®-117 NCPLX ASMD LKR [S/IP/CCS 628 0 10 0.0 54.3 10 5 29 597 | ossaomee] oaniiea
TX-118 NCPLX SOUND ISAPICCS 286 [+ 0 0.0 g1 4] 0 2 2651 02/01/00| 12119/79
18 SINGLE-SHELL TANKS TOTALS: 6810 9 297 0.0 12057 306 176 697 6104

#S1 "A%Y ‘T810-dd-INH



v

TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS
Jamary 31, 2001

DRAIN- DRAIN-  PUMP- SEE
SUPER- ABLE PUMPED ABLE ABLE FOOTNOTES
STABIL/ TOTAL [NATE  INTER- THIS TOTAL LAQUID LIKQUD SALT S0LIDS LAST LAST [FOR

WASTE TANK ISOLATION WASTE {LIQUID STIT. MONTH PUMPED REMAN REMAN {SLUDGE CAKE VOLUME | IN-TANK IN-TANK [THESE

TANK  MAT'L  INTEGRITY STATUS Kgal J{Kgell  {Kgal) (Kgal} (Kgal) {Kgall Kgal) [iKgal) (Kgal) UPDATE | PHOTO  VIDEO JCHANGES
IY TANK FARM STATUS
TY-101 NCPLX  ASMODLKR IS/P/CCS 118 4] 2 0.0 8.2 2 o 72 48 | 06/30/99] 08/22/89
TY-102 NCPLX  SOUND BAP/CCS o4 ) 12 0.0 88 12 B 0 64 | 08/28/82] 07/07/87
TY-103 NCPLX ABMDILKR ISAP/CCS 162 0 20 0.0 11.6 20 18 182 0| 07/08/82] 08/22/80
TY-104 NCPLX ASMDLXR IS/P/CCS 43 0 4 0.0 0.0 4 0 43 0| 06271901 110387
TY-106 NCPLX ASMD LKA ISAP/CCS aan 0 12 0.0 3.6 12 10 m 0| O420/82] 09/07/09
TY-106 NCPLX ASMD LXR ISAP/CCS n 0 3 0.0 0.0 3 0 4 0| 06/30/99] 06/22/89
@ SINGLE-SHELL TANKS TOTALS: 639 0 53 0.0 29.9 53 31 528 110
U TANK FARM STATUS

U-101 NCPLX ASMD LKA ISpP 2% 3 3 0.0 0.0 6 2 22 0| 04/28/82| 00/19/79
U-102 NCPLX SOUND m an 0 2 26 74.0 29 19 43 2581 01/3101] 06/08/89 to}
U-103 NCPLX  BSOUND s/m 418 1 3 0.0 089 k2 28 13 404 1 06/31/00] 08/13/88
U-104 NCPLX ASMDLKR IS/ 122 0 ¢ 0.0 0.0 0 0 79 43 | 08/30/99| 08/10/09 .
U-106 NCPLX BOUND m aa 0 37 0.0 87.6 37 kX a2 209 | 07/31)00] 07/07/68 b}
U-106 NCPLX  BOUND m 187 0 9 0.0 39,1 29 17 0 187 | 12/31/00| 07/07/88 m
U-107 DSSF SOUND ) 408 33 92 0.0 0.0 126 115 15 360 | 12/31/98] 10/27/88
U-108 NCPLX  SOUND fia 488 24 108 0.0 0.0 132 124 29 415 | 12/31/88] 09/12/84
U-100 NCPLX  SOUND m 399 L+ 61 0.0 6589 81 62 35 364 | 12431/00| 07/07/88 id)
U-110 NCPLX ASMD LKR IS/Pt 188 [+ 18 0.0 0.0 18 14 186 0] 12/30/84| 12/11/84
U111 DSSF SOUND m a9 4] 80 0.0 0.0 80 n 28 303 | 12/31/98] 06/23/88
U-112 NCPLX  ASMD LKA 1B/F 49 4 4 0.0 0.0 2] 4 45 0| o210/84| OBOYEE
U-201 NCPLX  SOUND sAP B 1 1 00 0.0 2 1 4 0| 08/15/78] 08/00/89
U-202 NCPLX  SOUND snp 5 1 1 0.0 0.0 2 1 -4 0| o&/16/78| 08/08/8%
U-203 NCPLX  SOUND sAP 3 1 (4] 0.0 0.0 1 1 2 0| 08/16/78] 06/t )89
U-204 NCPLX SOUND smwe 3 1 o 0.0 0.0 1 1 2 0| 08M5/79] 06/13/89
16 SINGLE-SHELL TANKS TOTALS: 3239 69 496 2.8 365.4 565 483 637 2633
GRAND TOTAL 33111 | 1383 3443 21.0  5630.0 4806 3914 | 11058 20689

¥ST 'A% “T810-dH-ANH



TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

Total Waste is calculated as the sam of Sludge and Saltcake plus Supernate. The category "Interim Isolated (IT) was changed to Intrusion Prevention (IP} in June 1993.
Stabilization information from WHC-SD-RE-TI-178 SST STABILIZATION RECORD, latest revision, or SST Stabilization or Cognizant Engineer

"Porosity values are 25% for saticake and ls%forsludge, per HNF-2978, Rev. 1, 'UpdaxedPumpable quuldVolumeEstxmawsand Jet Pump Durations for
Interim Stabilization of Remaining Single-Shell Tanks," September 1999 with the exception of those tanks which have been interim stabilized and the
porosities recalculated. _ _

Tanks A-103, C-105, C-106, S-111, §X-107, §X-109, SX-114, and TX-113 were updated in October 2000 issne per BBI dated October 2000,

{a) S-108 Pumping was discontimmed on January 3, 2000, to sllow the wasts levels to stabliize, so waste porosities and final waste volumas can then be caiculsted to determine whether this
tank meets interim Stabllizstion criteria. Waste levels have stabilized; Interim Stabillzation documentation has been initiated.

Note: In Aprll 2000 lssus, volumes wem changed to reflect HNF-2978; howsver, becsuse 5-106 had besn pumped and was “holding™ to allow waste to stabilize, the volumes should not
have baen changed. In Beptember 2000 issus, volumes were changed back to reflact actual pumplng.

b} U-106 Pumping was discontinued July 13, 2000, dus to pump fallure. Waste levels are being sliowsed to stabilize, eo waste porosities and final waste volumes can then ba calkculatad to
determine whwihwr this tenk mests intertm Stebilization. As of Jenuary 31, 2001, waste lovels had not yet stabilized.

? (e} S-102 Following information from Cognizant Engineer
Pumping commanced March 18, 1999. Many pumping problems occurred over the following months, and the pump has been replaced several times. Pumping was interrupted

again in June 2000,
Remaining volumes are baeed on the originel estimate volumes in HNF-2878, Rev. 1.

1
¥S1 A9y ‘7810-dI-dNH

Total Waste: 492.2 Kgel

Supemate. 0.0 Kgef

Drainable intervtitiel: 93.3 Kgal
Pumped this month: 0.0 Kgel

Total Pumped: 56.8 Kgel

Drwinable Liquid Remeining: $3.3 Kgdl
Pumpable Liquid Remaining: B8 9 Xga!
Sludge: 105.0 Kgel

Saltewke: 387.2 Kgal

During June 2000, & totel of 1.857 gai of fluid was removed with 1,989 gal of water added by flushes/priming for & net addition of 132 gal of tank wasts, In addition, 2,129 gal
of dition water snd 246 gal of water were sdded for transter line flushes. (No pumping since June 2000].



SI-v

d} U-109

(e} U-102

TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

Following informetion from Cognizant Enginesr

Pumping began March 11, 2000. Saitcaks wolume is adjusted to correspond to current wasts removal. Remaining volumes based on HNF-2978, Rev. 2.
Pumping wae shut down on Decambaer 3, 2000, dus to jet pump fallure. Attempts to restart the pump have besn unsuccessful. The tank is curmently under observetion mode
to determine olighiiity for interim stabliization with major squipment fallure,

Tank Waste: 399.1 Kgal

Supsmate: 0.0 Kgel

Oralnable interstitial: $1.1 Kgel
Pumped this month: 0.8 Kgel

Toial Pumped: 05.9 Kgal
Drainable Liquid Remaining: 1.1 Kgal
Pumpable Liquid Remaining: 52.1 Kgal

Shadge: 35.0 Kgal
Sahcsks: 364, Kgal

Dusing December 2000, s total of 724 gal of fiuid was removed with 103 gal of water added by pump priming/equipment flushes, for & net removal of 621 gal of tank wasta,
In addition, 883 gal of diktion water and 100 gal of water were used for transier line fiushes. Following jet pump fallure, sn additional 458 gal of flush water was added. This was
not reflected in the sbove volumnes. (No pumplng since December 2000}

Following inforrmetion from Cognizent Engineer

Pumping bagan in this tank on Jenuary 20, 2000. Saltcske vohsne is adjusted to comespond to cisrent waste removal.
Remaining volumes e besed on HNF-2978, Rev. 2.

Total Wasts: 300.9 Kgel

Supemste: 0.0 Kgel

Drainasble Interstitial Ligukd: 29.0 Kgal
Pumped this Month: 1.6 Kgef

Totsl Pumped: 74.0 Kgat

Drainsble Liquid Remsining: 29.0 Kgal

Pumpable Liquid Remaining: 19.0 Kgal
Sludge: 43.0 Kgel

Sahtcake: 267.9 Kgel

During January 2001, a total of 2,804 gal of fluid was remaved with 247 gal of water sdded by pump priming/equipment flushes, for a net removal of 2,567 gal of waste.
In addition, 8,728 gal of water were usad as dilution and 1,843 gal of water ware used for transfer kine flushes.

¥ST A%y ‘T810-dH-INH
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELIL TANKS
January 31 :

i

{fi $X-105 Following informaetion from Cognizant Engineer:

Saltwell pumping began August 8, 2000,
Remaining volurmes sre based on HNF-2878, Rev. 2.

Tank Waste: 487.7 Kgal

Supsmate: 0.0 Kgal

Drainable interstial Liquid: 3.7 Kgal
Pumped this month: 7.3 Kgel

Total Pumped: 149.3 Kgat

Drainsble Liguid Remalning: 3.7 Kgal
Pumpsble Liquid Remaining: -8.3 Kgal (*)
Shudge: 85.0 Kgel

Saltcake: 430.0 Kgal

In January 2001, a total of 7,736 gal of fuid was removed with 447 gal of water added by pump priming and system flushes, for a net removal of 7,288 gal of wasts.

In addition, 10,820 gal of diution water and 364 gal of watsar for transfer lnes flushes were used.

1*) Minus 1,000 gal estimats for PLR bacause thers is mors pumpable liquii in the tank than originally sstimated. This is due to the face that spprox. 118,000 gal of supemate
was in the tank et the start of pumping.

g} A-101 Following information from Cognizant Enginaer

Pumping bagen on May 8, 2000.
Remaining volumes are based an the original estimated volumes in HNF-2978, Rev. 1.

Totst Wasts: 876.8 Kgael

Supemate: 493.08 Kgel

Drainable interstitial Liquid: 85.0 Xgal
Pumpead this Month: 0.0 Xgal

Totel Pumped: 14.1 Kgal

Drainsble Liguid Remaining: 590.0 Kgal
Pumpable Liquid Remaining: 573.6 Kgal
Shudge: 3.0 Kgel

Saltceke: 380.0 Kgsl

During August 2000, & totsl of 0 gal of fluld was remaved from the tank with 273 of water added by pump priming/equiment flushes for & net removal of -273 gal of waste.
This number will be subtrected against the next waste removed.
in sddition, 0 gal of water was used as dilution and O gal of water was used for transfer Bne flushes. (No pumping since August 2000).

pS1 'A%y ‘7810-dH-dNH
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

{hl AX-101 Follawing informtion famy Cagnizant Engineer

i U108

Pumping begen Jaly 26, 2000. ‘
Remaining vohumes sre beead on tha otiginal estiriated vohsmes in HNF-2978, Rev. 1,

Totel Weats: 4765.8 ¥ge!

Suparhate: 377.0 Kgal

Druinabls irberetitiel Llguld: 73.7 Kgel
Pumped this st 0.0 Kgel

Tatel pumped: £.308 Keat

Drsinable Liquid Remalning: 451.8 Kgal
Pumpatile Liquid Remelng: 4349 Kgal
Shadge: 3.0 Kgol

Sakcake: 2080 Kgd

n August 2000, » totsl of 7,282 gal of fiuid was removed from the tank with 241 gal of water sdded by pump priming/equipment, for & net removal of 7,081 gal of waste.
in sddition, 18,532 gl of water were uead as dilution and 930 gal of water wers Lsed for tranafer fins flushws. (No pumping since August 20009,

Following informetion trom Cogrizant Engineer:

Pumping begen Auguet 24, 2000. Remnaining volumaes are bassd on HNF-2978, Rev. 2,
Fumping rate has fallen below the 0.05 GPM criterla. The pump failled on December 29, 2000, This tank is cumently in shasrvation mods to detarmine ofigibility for nterim stabliizetion.

Total Waste: 105.8 Kgal

Sopamaste: 0.0 Ked

Druinabie interstitisl Liquid: 26.8 Kget
Pumped this month: 0.7 Kyat

Totst Pumped: 38.1 Kgel

Dralnable Linuid Remeining: 28.8 Kgal
Pumpabls Liquld Reowining: 10.9 Kat
Sludge: 0.0 Kgel

Saltcake: Y100.B Kget

in Dacembar 2000, u totel af 1,814 gal of fluid was ramoved with & totel of 1,111 gal of water added by pumg priming/squipment fiushes, for a net removal of 597 gal of wasta.
n addition, 5,118 g of water ware used ss diution and 254 gal of water were used for tranafer line flushes., {No pumping since Decambar 2000)

¥S1 AN “2R10-dH-ANH
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS
Jamary 31,2001

@ 5-109 Following informatio from Cognlzent Engineer:

Pumping bagan September 23, 2000.
Remaining volumas are based on HNF-2978, Rav, 2.
mpunmmwm.Mgmadﬁupwnpwulutdownonunumz?. 2001. The tank is now being svaluated to determina if it can be Interim stabilized.

Total Waste: 472.8 Kgel

Supemate: 0.0 Kgal

Drainable imterstitial Liquid: 59.2 Kgel

Pumped this Montic. 0.8 Kgal

Total Pumped: 148.2 Kgal fincludes 111.0 Xgal pumped In 1879}
Drainabls Liquid Remaining: 69.2 Kgel

Pumpable Liquid Remaining: 48.9 Kgal

Siudge: 13.0 Kgel

Saltcake: 4569.8 Kgal

thuary!OOi..Wo!!,i”udo”kﬁdwnmwdm!,Ewgdolw-ur-dd.dbypmmpﬁwlmnﬂnhu,fwammvdofsaﬁgdofwm.
In addition, O gal of water were used for diution, and 237 gal of water were usod for transfer line flushes.

(k) SX-103 Following information from Cognizant Enginesr:

Pumping began October 26, 2000.
Remaining volumes are based on HNF-2978, Rev. 2.

Total Waste: 530.8 Kgel

Supemate: 0.0 Kgal

Drainable Interstitisl Liguid: 43.0 Kgal
Pumped this month: 10.5 Kgal

Totsl Pumped: 1040 Kgol

Drainable Liquid Remeining: 43.0 Kgs!
Pumpable Liquid Remaining: 28.0 Kal
Siudge: 115.0 Kge#

Saltcake: 415.0 Kgal

In January 2001, & totel of 10,611 gal of fluld was removed with a total of 126 gal of water added by pump priming/equipment flushes, for a net ramoval of 10,485 gal of waste.
In addition, 5,380 gl o water were used sa dilution snd 377 gal of watsr were used for transter line flushes,

As of Docember 28, 2000, tank level indicated by neutron ILL dcreasad to 105.9 inches whils the ENRAF decreassd to 197.0 inches. Also, In Decomber, the waste pumping rate
declined from sbout 1.8 gpm to 0.5 gom.

e mE,

g

TR
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TABLE A-6. INVENTORY AND STATUS BY TANK - SINGLE-SHELL TANKS

m $X-101 Folowing information from Cognizant Enginesr:

Pumping began November 22, 2000 .
Remaining volumas sre based on HNF-2978, Rev 2. Ssitcake volume is adjusted to cormespond to current waste removal.

Total Waste: 428.8 Kgal .
Supsmate: 0.0 Kgel

Drainable interstitial: 92.8 Kgal

Pumped this Month: 6.9 Kgal

Total Pumped: 19.1 Keal

Drainable Liquid Remaining: #2.8 Kgaf

Pumpable 1iquid Remeining: 88.7 Kgal

Shudge: 0.0 Kgal

Saktcake: 428.8 Kgal

During December, m..WofT.mgdoﬂhﬂwumvdmamdoimednfwmddodbypmpduwmmmior-mtnmvalofs,as'lualoiwam.
in addition, 9,178 gal of water wers uesd ss diiution and O gal were teed for transfer line flushes. ’
Following pump fsllure on December 8, 2000, an sdditional 461 gal of flush watar was added. Thiz was not reflected in the abave volumes.

PS1 AT ‘TR10-dH-ANH
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APPENDIX B

PERFORMANCE SUMMARY
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TABLE B-1. SUMMARY OF WASTE TRANSACTIONS IN THE DOUBLE-SHELL TANK (DST) SYSTEM
January 31, 2001

All volumes in Kgallons

- The DST system received waste additions from SST Stabilization, Tank Farms, WESF & A-350 in January.

- There was a net change of +88,000 gallons in the DST system for January 2001.

- The total DST inventory as of January 31, 2001 was 21.126 million gallons.

- There were 0 Kgals of Saltwell Liquid (SWL) pumped to the East Area DSTs (101-ANj} in January.

- There were ~55 Kgals of SWL (21 Kgals SWL & 34 Kgals H20) pumped to the West Area DSTs (102-8Y) in January.

- The SWL numbers are preliminary and are subject to change once cognizant engineers do a validation,
the volumes reported contain actual waste volume plus any water added for dilution and transfer line flushes.

- There were ~36,000 gallons of caustic (NaOH) (four transfers), added to Tank 101-AY in January,
~1000 gallons of water was used to flush the waste transfer system after the caustic additions.

- ~801 Kgals of Tank 104-AW waste was transferred to Tank 102-AW (evaporator feed tank) in January, this transfer is
in support of evaporator campaign 01-01 which is scheduled to begin in early March 2001.

- Tank 101-SY was moved from the "Watch List Space" category in conjunction with it being removed from the
"Flammable Watch List" category by the Department of Energy (DOE) in January 2001.

- Tank 101-SY was temporarily moved to the "Restricted Space" category in January 2001, once required
documentations is complete Tank 101-SY will be moved to the "Non-Allocated Space™ category and then be
available for waste storage use.

ACTUAL DST PROJECTED DST : PROJECTED TOTAL DST
WASTE RECEIPTS | _ WASTE RECEIPTS (1) CHANGES (+/-) WVR (1) VOLUME

222 155 24 0 198 20653

NOVOD 261 262 14 0 247 20900

DEC00 139 300 % 0 138 21038

[ANO1 113 397 25 0 88 21126
fFEBo1 303 0

fMaR01 283 664

[APRO1 321 0
{MAY01 302 0
JUNOY 334 0
JULO1 296 0
UGO 280 0
EPO 262 0

{1): The "PROJECTED DST WASTE RECE!PTS" and "WVR™ numbers wers updated in November 2000, the projected volumes will be updated as
new sncl/or more accurate information is obtsined. The projectsd volumes reported are the most current svailable, as supplied by cognizant enginaers.

B4-1_(04/15/04 - 06/1/54) -2417]

04-2_(08/22/04 - 11/16/04) -2787]
95-1_(06/09/85 - 07/26/85) -2161
ampaign 96-1 _(05/07/86 - 05/25/96) 117
ampaign 97-1 (C/24/97 - 04/02/57) -351
97-2_(09/16/97 - 08/30/97) -653]
n 88-1 _(07/24/89 - 08/15/99) : -81
ign 00-1"{04/20/00 - 05/05/00 ,

B-2
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COMPARISON OF WASTE VOLUME GENERATIONS FOR HANFORD FACILITIES

®m {ALL VOLUMES IN KGALS)
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NOTE. The Oiher Category le ior Waste Gensrations fom , E vaporator Training, P ressure Tests, Cross-Site Tmnsters, Caustic Ad ditions and Tank 101 S mm adiation work

Figure B-1. Comparison of Projected Versus Actual Waste Volumes for Hanford Facilities
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APPENDIX C

- DOUBLE-SHELL TANK WASTE TYPE
AND SPACE ALLOCATION

C-1
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Table C-1. Double-Shell Tank Waste Inventory - January 31, 2001
[ TOTAL AVAILABLE DST SPAGE |

E—
REMAINING
TANK WASBTE TOTAL TOTAL TOTAL SALTCAKE . SLUDGE UNUSED
NAME TYPE INVENTORY [1)] SUPERNATE]  SOLIDS SALTCAKE LIQUID SLUDGE (2) LIQWID TANK SPACE
T 4 |1E| 0 ] ] AL o]
M-Me102 cc 1081 a2 ” » n 0 o ®
AN Das [*7] 00 57 “r 114 0 o 184
1M CasF 10862 003 4 “o "2 0 a ”»
241106 pasF 128 & -0 “w n o 0 12
241-AN-100 cc 3 F1) 17 17 4 0 a 102
241107 e 1040 he2) 247 247 -7 D 0 100
[T aAR01 CasF [0 114 ] ] 0 0 [ F]
APADE oP 1000 1080 0 o o o 0 81
MIARDS ce mz 2 o o 0 0 0 [N
241-AP- 104 cc 100 1108 o o [ o 0 »
241-AP-108 osar "M 1048 ] » n o 0 ]
4L-AR108 bc an > ° [ [ o 0 818
241-AP 07 ne o4 o84 [ 0 0 a o 15
41-AP-108 N 3 38 N3 [ o o 0 1102
THIAN-A01 CasF 1126 ™ 38 378 ™ ] [} "
M-AN-102 oN 208 [ -] 0 30 ] a ] 7.
Z41-AW10S NCRW 508 146 i < 12 14 % [
J41-AW-104 N Ms % m ™ s [ [} 824
244-AN-100 NCRW ar m 20 ¢ [ 8 » 713
241-AW-108 ﬁ ™ 500 % % a0 o [ 401
T 2AY-101 " " 108 [ 0 108 16 781
241-AY-102 DN _5m 301 184 0 o 184 28 408
[ aAZI01 NCAW (1 ] 5] b ] 52 [ =)
1-AZ-102 NCAW w7 202 108 0 o 106 10 0
W,.B..,S =3 [z ) ] (O] F [ 0 1)
241-8Y-102 pc “2 m 2 [ [ H " 250
] 0
g SR Wu.“nu.umuu T lm SRR Eeah PSRl AR R SR Ty ﬂ e

NOTE: Al Volumes in Kiio-Galions (Kgals)

(1) Total mventory = (Total Supsrmate + Total Solids)

{2) saitcaka includes Saicake Liquids; Sludge Includes Siudge Liquid
{3)  Total Solids = (Sakcake + Siudge)

Inventory Calculation by Waste Type:

COMPLEXED SUPERNATE nnvgﬂm —
DILUTE BUPERNATE (DN ANt
e '

JAN-100= n

fA-107= o)
e 2|
148
7
351

JAP-104= 1108
[.r7]
084

I PHOSFHATE SUPERNATE (CP) |

TOTAL CP= - 10e0]




HNF-EP-0182, Rev. 154

Table C-2. Double-Shell Tank Waste Inventory - January 31, 2001

Al 1, 2001 =
JATCH LI8T TANK SPACE: TANK WASTE TYPE AVAILABLE SPACE
DST Headspace - Due to S, DSS 184 KGALS

on the Tanks, as Stated in the "Wyden B~ AN-104 DSSF KGALS
AN-105 DSSF 12 KGALS
AW-101 DSSF 14 KGALS

SY-103 CC 398 KGALS

AVAILABLE TANK SPACE= 10171 KGALS
NUS WATCH LIST SPACE=

AVAILABLE SPACE

STRICTED TANK SPACE: TANK WASTE TYPE

AN-107 CC . 100 KGALS
AP-102 CP 51 KGALS
AZA01 AW 63 KGALS
AZ-102 AW . 0 KGALS

PERATIONAL TANK SPACE ' TANK WASTE TYPE AVAILABLE SPACE
Headspace Avaiiable For Feciily X DN 1102 KGALS
Waste and 242-A Evaporstor Operations AW-102 DN 274 KGALS

AW-105 NCRW 713 KGALS
AW-106 DSSF 401 KGALS

AVAILABLE SPACE AFTER RESTRICTED SPACE DEDUCTIONS=
MINUS OPERATIONAL SPACE=
JPACE DEDUCTIONS= - -

NON-ALLOCATED TANK SPACE TANK WASTE TYPE AVAILABLE SPACE
W—MTHW-' —_— AN DN D6 KGALS |

AN-106 CC 1102 KGALS

AP-101 DSSF 26 KGALS

AP-103 CC 858 KGALE

AP-104 CC : 31 KGALS

AP-105 DSSF 6 KGALS

AP-108 DC 518 KGALS

AP-107 DC 156 KGALS

~ AW-103 NCRW 632 KGALS

AW-104 DN 824 KGALS

AY-01 DC 781 KGALS

AY-102 DN 405 KGALS

C-3
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Figure C-1. Total Double-Shell Tank Inventory
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APPENDIX D

WASTE TANK SURVEILLANCE MONITORING TABLES
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TABLE D-1. TEMPERATURE MONITORING IN WATCH LIST TANKS (Sheet 1 of 2)
January 31, 2001 ‘

These tanks have been identified as Watch List Tanks in accordance with Public Law 101-510, Section 3137,
*Safety Measures for Waste Tanks at Hanford Nuclear Reservation,” (1990}, becanse they "... may have
a serious potential for release of high-level waste due to uncontrolled increases in temperature or presssure.”

All Watch List tanks are reviewed for increasing temperature trends. Temperatures in these tanks are monitored
by the Tank Monitor And Control System (TMACS), unless indicated otherwise,

Temperatures are taken in the waste unless in-waste thermocouples are out of service. Temperatures below are the
highest temperatures recorded in these tanks during this month.

Jemperatures in Dagreas F,
HYDROGEN (FLAMMABLE GAS)
Single-Shell Tanks Double-Sheil Tanks
Officially Added to Officially Added to

Tank No. JTamp. Wateh List Jank Na. Jemp. Watch List
A-101 143 191 AN-103 104 1/91
AX-101 128 1/91 AN-104 105 1/91
AX-103 108 1/91 AN-106 101 1/91
$-102 29 1/91 AW-101 39 8/93
s-111 89 1/91 SY-103 a5 1/91
112 aa o1 T ————
S$X-101 134 1/91
SX-102 140 1/91
$X-103 155 191 .
SX-104 138 1791
$X-105 167 1/91
$X-106 28 1191
$X-109 (1) 134 1191 18 Single-Shell Tanks
T-110 63 191 5 Double-Shail Tanka
U-103 87 191 24 Tanks oh Watch List
U-105 88 1191
uv-107 78 12/93
u-108 87 1192

U-109 85 1|

All wanks were removed from the Ferrocyanide Watch List and 18 tanks from the Organics Watch List.
Tank C-106 was removed from the High Heat Load Watch List on December 16, 1999,

The remaining two tanks (C-102 and C-103) were removed from the Organics Waich List in August 2000.
DST SY-101 was removed from the Hydrogen Watch list on January 11, 2001.
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TABLE D-1. TEMPERATURE MONITORING IN WATCH LIST TANKS
(sheet 2 of 2)

Notes:

Unreviewed Safety Question (USO): | ,
When a USQ is declared, special controls are required, and work in the tanks is limited. There are currently no USQs
on any tanks. Double-shell tank SY-101 was removed from the Hydrogen Watch List on January 11, 2001.

Hydrogen/Flammeble Gas:

These tanks are suspected of having a significant potential for hydrogen/fflammable gas generation, entrapment, and
episodic release. The USQ associated with these tanks was closed in September 1998. Twenty-four tanks (19 SST and
5 DST) remain on the Hydrogen Watch List.

Organic Salts:

These tanks contain concentrations of organic salts >3 weight®t of total organic carbon (TOC){equivalent to 10 wt%
sodium acetate). The USQ associated with these tanks was closed in October 1998, and 18 organic complexant tanks
were removed from the Organic Watch List in December 1998, The remaining two organic salts tank (C-102 and C-
103) were removed from the Organic Watch List in August 2000.

High Hest:

These tanks contain heat generating strontium-rich sludge and require drainable liquid to be maintained in the tank to
promote cooling. There are currently nine tanks on the High Heat Load List but no tanks on the High Heat Load Watch
List.

Acti ilation: | :
There are 15 single-shell tanks on active ventilation (seven are on the Watch List as indicated by an asterisk):

C-105 $X-107
C-106 (2) $X-108
SX-101 * $X-109 * (1)
§X-102 * $X-110
SX-103 * SX-111
$X-104 * SX-112
SX-105* SX-114
SX-106 *

Footnotes:

§)) Tank SX-109 is on the Hydrogen Watch List as it has the potential for flammable gas accumulation only

because other SX tanks vent through it.

) Tank C-106 was removed from the High Heat Load Watch List on December 16, 1999.
(1)) Tanks C-i02 and C-103 were removed from the Organics Salts Watch List on August 23, 2000

)] Double-shell tank SY-101 was removed from the Hydrogen Watch List on January 11, 2001.
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TABLE D-2. TEMPERATURE MONITORING IN NON-WATCH LIST TANKS
January 31, 2001

INGLE-SHELL T. WITH HIGH HEAT L >26,000 B

Nine tanks have high heat loads for which temperature surveillance requirements are established by HNF-SD-WM-
TSR-006, Rev 1, Tank Waste Remediation System Technical Safety Reguirements, December 1999.

In an analysis, WHC-SD-WM-SARR-010, Rev 1, Heat Removal Characteristics of Waste Storage Tanks,
Kummerer, 1995, it was estimated that nine tanks have heat sources >26,000 Btu/hr, which is the new parameter
for determining high heat load tanks. See aiso document HNF-SD-WM-BIO-001, Rev 1, Tank Waste Remediation
System Basis for Interim Operation, Noorani, 1998.

Temperatures in these tanks did not exceed TSR requirements for this month, and are monitored by the Tank Monitor
and Control System (TMACS), unless indicated otherwise. All high heat load tanks are on active ventilation.

Iank No, Temperature {F.}
C-108 {1} 57 (Riser #8)
$X-103 166
$X-107 163
5X-108 180
S$X-109 (2) 134
SX-110 162
SX-111 182
S$X-112 148
174
Notes: (1) C-106 was removed from the High Heat Load Watch List on December 16, 1999,

The final thermal analysis report, RPP-6463, Rev. 0, "Thermal Analysis for Tanks
241-AY-102 and C-106," was issued August 9, 2000. The report concluded that the best
estimate heat load for C-106 is between 7,000 and 11,000 Baw/hr. Although it no longer
meets the criteria for a high heat load tank, it will take an AB change to revise the
temperature control limits and monitoring frequency. The AB Amendment request

is pending review by ORP.

(2) SX-109 is on the Hydrogen Watch List as it has the potential for flammable
gas accumulation only because the other SX tanks vent through it.

INGLE-SHELL TANKS LOW HEAT L <26,000

There are 114 low heat load non-watch list tanks. Temperatures in tanks connected to TMACS are monitored
by TMACS; temperatures in those tanks not yet connected to TMACS are manually taken semiannually in
January and July. Temperatures obtained semiannually have been within historical ranges for the applicable tank.

No temperatures have been obtained for several years in the tanks listed below. Most of these tanks have no
thermocouple tree.

Tank No. Tank No,
BX-104 TX-101
BY-102 TX-110
BY-108 TX-114
c-204 , TX-118
$X-116 TX-117
T-102 u-104

T-105 D4
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TABLE D-3. ADDITIONS/DELETIONS TO WATCH LISTS BY YEAR
January 31, 2001

Added/Deleted dates may differ from dates that tanks were officially added to the Watch Lists. (See Table A-1).

4

BX-110)
{BX-111)
8Y-101)
{T-11)

(U-107)

Added 5/84 10 A-101
AX-102
C-102
S-111
$X-103
TY-104
u-103
U-106
u-203
uU-204
Daleted 11/04 ' -2 (BX-102)
{BX-108)

o

Deletsd 9/08

Deleted 12/88 -18  {A-101)

(AX-102|
{8-103}
{§-102)
{5-111)
18X-103)
18X-108)
{111
{TX-106)
X118
TY-104}
u-103)
U-106)
U-108}
n-107
U111
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TABLE D-4. SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS

149 TANKS (Sheet 1 of 6)
January 31, 2001

The following table indicates whether Single-Shell tank monitoring was in compliance with the requirements as
specified in the applicable documents as of the last day of the applicable month:

GEND:
NOTE: {Biaied = in complisnce with all applicable documentation
All Watch List and High Heat tank temperature Nic = noncompliance with applicable documentation
monitoring is in compliance. (4) o/s = Qut of Service
All Dome Elevation Survey monitoring is in Neutron = LOW readings taken by Nsutron probe
compliance POP = Plant Operating Procedure, TO-040-650
All Psychrometrics monitoring is in complianoe (2). |MT/FIC/ = Surface level measuremant devices
Drywell monitoring no longer required (5). ENRAF '
In-tank photos/videos are taken "as needed™ 0sD = Qperating Spec. Dog., OST-T-151-00013, 00030, 00031
N/A = Not applicable {not monitored, or no monitoring schedule)
None = Applicable squipment not installed
FSAR/TSR = Final Safety Analysis Report/Technical Safety
Requirements
Primary LOW
Tank Category | Temperature Leak Surface Level Readings (1) Readings
Tank Watch High Readings Detsction {OSD) ({OSD)I(S,7)
List Heat Sources (5) FIC ENRAF
%@F '

m&%&mmw ity ,
s v I %’%”‘ Wﬁvg i
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TABLE D-4. SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS

149 TANKS (Sheet 2 of 6)
Primary LOW

Tank Catagory Tempereture Leak Surface Level Readings (1) Readings
Tank Watch High Readings Detection {0SD) (OSDXE,7}
Number List Heat 4 Source {5) ™M1 FIC ENRAF Neutron
BX-108 ? None e AN
BX-109 None
BX-110 None
BX-111 LOW %
BX-112 ENRAF
BY-101 LOW
BY-102 LOW %
BY-103 - LOW
BY-104 LOW
BY-106 LOW 3
BY-108 LOW A SRS
BY-107 LOW R he
BY-108 None z
BY-108 LOW
BY-110 LOW ¥ i
ay-111 LOW e
BY-112 LOW e
c-101 None :
C-102 {10 None %
C-103 {10 ENRAF
C-104 None
C-1086 None
C-108 (3) ENRAF
C-107 ENRAF
C-108 None Y iy
C-108 None ST ?
C-110 MT o R
C-111 Nors i 25
C-112 Nore
C-201 None 5
C-202 Nons oo
C-203 None oo
C-204 None 2 AR b ; m..ﬂs DR
§-101 ENRAF 2% i

D-7
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TABLE D-4. SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS

D-8

149 TANKS (Sheet 3 of 6)
Prirnary LOW
Tank Catel Temperature Laak Surface Level Readings {1) Readings

Tank Watoh High Readings Detection {QSD) {OSDNS,7)
Number List Heat {4) Source (5) MT FIC “ENRAF Neutron
$X-109 ;i None e ? R R oo NS
sx_‘ 10 oX Nnm e, 2 et 3% .:ih.,_.. P o
SX-111 : : None i &

8X-112 : None E N

8X-113 § None ; 2

aX-114 None

8X-116 None

T-101 None
[1-102 : ENRAF : b

T-103 ¥ Norne ' £

T-104 : LOW : :

T-106 None o 2
T-1“ Nm 08 & i e n
T-107 ENRAF & ¢ S S
T-108 S ENRAF 7. £ g
T-108 Nane 2 S %

T-110 LOW ; : 7 =

T-111 LOW 38 . SR

T-112 ENRAF o % 7
T-201 MT E %

T-202 ; MT 5 , Z E R B

1-203 B i None R B 7 %

T-204 7 MT

ITX-IO! P : ENRAF S T B

TX-102 E LOW T G R

TX-103 i : None ' , g :
TX-104 R : None 22 N : ) R o AR
TX-106 e 4 None 2 ? : 4

TX-108 S f % Low e NG G i

T%-107 St Bt % None T

TX-108 o SRt None o N ol

TX-109 R % R LOW i i

TX-110 22 LOW

@111 LOW

TX-112 LOW

T>X-113 LOW

TX-114 LOW

TX-115 R Low

ITx-118 None

T%-117 Low

TX-118 LOW

TY-101 None

TY-102 ENAAF

TY-103 LOwW

TY-104 ENRAF

TY-106 None

[Fv-10e None

U-101 MT

U-102 LOW

ju-103 LOW

U-104 None i

U-106 LOW T SR ¢ %
u-108 Low e e T S i
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TABLE D-4. SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS
149 TANKS (Shect 4 of 6)

Primary LOW

A-302-A
A-302-8
ER-311

AX-162
AZ-151
AZ-154

|8X-TK/SMP

A-244 TR/SMP

AR-204

A-417

Tank Category Temperature

Watoh i

Readings
{OSD){5,7)

Leak Surface Leve! Readings (1)

Detsction
Source (5)

" PEgRI0S

= D

s

o
-

149 tankse Hydrogen High Heast
Watch List | Tanks (non-
Tanks Watch List}

D-9




HNF-EP-0182, Rev. 154

TABLE D-4, SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS -149 TANKS

(Sheet 5 of 6)

Footnotes:

1.

All SSTs have cither manual tape, FIC, or ENRAF surface level measuring devices. Some also have zip cords.

ENRAF gauges are being installed to replace FICs (or sometimes manual tapes). The ENRAF gauges are being
connected to TMACS, but many are currently being read manually from the field. See Table D-6 for list of ENRAF

High heat tanks have active exhausters, psychrometrics can be taken in the high beat tanks. Psychrometric readings
are taken on an "as needed” basis with the exception of tanks C-105 and C-106. Document OSD-T-151-00013
requires psychrometric readings to be taken in C-105 and C-106 on a monthly frequency when the ventilation
system is running. Psychrometric readings were not taken in C-105/106 in May 2000. Discrepancy Report 00-880
was issued August 3, 2000, stating a work package was not prepared due to an oversight during personnel
transition. Notification to DOE-RL to discontinue psychrometric data collection in C-105/C-106 was submitted in
July 1998; this was not responded to by DOE; therefore the discontinuance of psychrometrics was not incorporated
into OSD-T-151-00013. Since the issuance of the Discrepancy Report, an additional request hus been made to
DOE; as soon as 4 response is received, the requirement to take psychrometrics will be deleted from the OSD. The
Environmental Protaction Agency does not require that psychrometrics be taken.

Psychrometric readings previously taken monthly in SX-farm will now be taken annually.
Tank C-106 was removed from the High Heat Load Watch List on December 16, 1999.

Temperature readings may be regulated by OSD, POF, or FSAR (FSAR only regulates high heat load tanks).
Temperatures cannot be obtained in 13 low heat load tanks (see Table D-2). The OSD does not require readings or
repair of out-of-service thermocouples for the low heat load (<26,000 Btu/h) tanks. However, the POP requires that
attempts are to be made semiannually in January and July to obtain readings for these tanks.

Temperatures in some tanks cannot be taken in the waste because the waste level is lower than the lowest
thermocouple in these trees.

Temperatures for many tanks are monitored continuously by TMACS; see Table D-7, TMACS Monitoring Status.

Document OSD-T-151-00031, "Operating Specifications for Tank Farm Leak Detection," REV D-2,

December 7, 2000, requires that single-shell tanks with the surface level measurement device contacting liquid,
partial liquid, or floating crust surface, will be monitored for leak detection on a daily basis. Tanks with a solid
surface will be monitored for leak detection on a weekly basis by taking neutron scan data from a Liquid
Observation Well (LOW), if an LOW is present. Tanks with a solid surface but without LOWs will not be
monitored for leak detection until an LOW is installed. The OSD specifies what leak detection methods are to be
used for each tank, and the requirements if the readings are not taken on the required frequency or if equipment is
out of service.

This OSD revision does not require drywell surveys to be taken: drywell scans will caly be taken by special request,
sinoe any scans would have to be subcontracted. The contractor no longer has drywell scanning equipment.

Leak detection for the catch tanks is performed by monitoring for the buildup of liquid in the secondary containment

(for most tanks with sccondary containment) or for decrease in the liquid level for those tanks without secondary
containment or secondary containment monitoring.

D-10
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TABLE D-4. SINGLE-SHELL TANKS MONITORING COMPLIANCE STATUS - 149 TANKS

10.

11.

12,

(Sheet 6 of 6)

Catch tank 240-8-302 is monitored for intrusions only, and is not subject to leak detection monitoring requirements
until liquid is present above the intrusion level.

Weight Factor is the surface level measuring device currently used in A-417, A-350, 244-A Tank/Sump, and 244-3
Tank/Sump. DCRT CR-003 is inactive and measured in gallons. 204-AR is also measured in gallons.

Document SD-WM-TI-605, REV. 0, dated January 1994, describes the rationale for Liquid Observation Well
(LOW) installation priority. This priority is based on tank leak status, tank surface condition, and tank stabilization
status. Also included is a listing of tanks with the waste level being below two feet, which have no

priority assigned because no effort will be made to install LOWSs in the near future. LOW probes are unable to
accurately monitor interstitial liquid levels less than two feet high.

Tanks which will not receive LOWs:
A-102 BX-101 C-201 T-106
A-104 BX-103 C-202 T-108
A-105 BX-105 C-203 T-109
AX-102 BX-106 C-204 TX-107
AX-104 BX-108 §X-110 TY-102
B-102 C-108 SX-113 TY-104
B-103 C-109 8X-115 TY-106
B-112 C-111 T-102 U-101
T-103 U-112
Total - 34 Tanks

Tank TX-105 - the LOW was in riser 8; the riser has been removed and the LOW has not been monitored since
January 1987. Liquid levels are being taken in riser 9 by ENRAF and recorded in TMACS.

Tank AX-101 - LOW readings are taken by gamma sensars.
Tanks C-102 and C-103 were removed from the Organics Salts Watch List on August 23, 2000

Tank SX-105 - LOW scan not taken for week ending August 28, 2000. LOW is primary leak detection device;,
ENRAF is backup and monitored daily in TMACS. LOW has failed structurally, and will be replaced. Work
Package 2H0005040. Fabrication shop is having procurement problems; completion date has been delayed.
(Tank is currently being saltwell pumped).

Tank B-110 - LOW scan not taken for week ending October 9, 2000. LOW is primary leak detection device, no
stated backup, so device must be repaired in 14 days or an altemative device used to obtain a valid reading before
an OSD violation occurs. Discrepancy Report 00-884 (Rev 2) issued December 12,2000, The LOW is being
grouted per 2W-00-01303 so that readings can be obtained. Work Package 2H0105391will replace LOW wellata
later date. The grouting and decontamination attempts done November and December 2000 were unsuccessful,
LOW well will be replaced. Deadline to install well ks now February 7, 2001, '
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TABLE D-5. DOUBLE-SHELL TANKS MONITORING COMPLIANCE STATUS
28 TANKS (Sheet 1 of 2)
January 31, 2001

The following table indicates whether Double-Shell tank monitoring was in compliance with the requirements as
specified in the applicable documents as of the last day of the applicable month.

In compliance with all applicsble documentation
Noncompliance with applicable documentation
Surface level measurement devices

NOTE:

FIC/ENRAF
Dome Elevation Survays ars not required for M. T,

DETe. 0sD
None
Psychrometrics and in-tank photos/videas are |0/S
taken "as neaded™ (2) W.F,
N/A
Rad.

0SD-T-151-0007, OSD-T-151-00031

no M.T., FIC or ENRAF installed

Out of Service

Weight Factor

Not Applicable (not monitored or no monitoring schadule}
Radiation

Radiation Readings

Temperature ]

Readings Surface Level Readings (1) Leak Detoection Pits {4}

Tank {3) ' (OSD) {OSD) Annulus
Number Watch List (0OSD) M.T. FIC ENRAF W.F. Rld (6) {OSD)

AN-101 St AT o 4 % Sy e S B
[anioz ¥ % R - - ; ; T s
AN-103 = % > R BRI SRR ..: ‘_.-N;
AN-104 e ; ; 3 Ty e B
AN-106

AN-108

AN-107
AP-101
AP-102
AP-103
AP-104
AP-106
AP-106
AP-107
AP-108
AW-101
AW-102
AW-103

B

o
SAEE RORK

et

i

X = 7 - 5

b R T R A [ by 1

S S R B s LS

Lo R Tt B ¥ IR 'rl.lr e P

it T Mg
S ST Y Y T

S g
e BB e E b PR fs:,.-?r?s.m 2

,wﬁm R R &«, e f?:é %
3 i Vﬁ,s%%m :

R

o

s
LI
25

AW-104

AW-106

AW-106

AY-101
Av-102
AZ- 101
AZ-102
8Y-101
8Y-102
SY-103

28 tanke
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TABLE D-5. DOUBLE-SHELL TANKS MONITORING COMPLIANCE STATUS - 28 TANKS

(Sheet 2 of 2)

Footnotes:

10.

Some double-shell tanks have both FIC and manual tape which is used when the FIC is out of service.
Noncompliance (N/C) will be shown when no readings are obtained. ENRAF gauges are being installed to
replace FICs. The ENRAF gauges are being connected to TMACS, but some are currently being read
mamally.

Psychrometric readings are taken on an "as needed” basis. No psychrometric readings are currently being
taken in the double-shell tanks.

OSD specifies double-shell tank temperature limits, gradients, etc.

Applicable OSD and HINF-IP-0842, Iatest revisions, are used as guidelines for monitoring Leak Detection Pits.
See also (6) and (7) below.

AW-102 has ENRAF, FIC and M.T. At some point the FIC will be removed.
USQ TF-97-0038, dated April 28, 1997, specifies discontinuing the use of leak detection pit radiation
monitoring equipment in all double-shell tank farms where the leak detection pits are used as tertiary leak
detection. This applies to all double-shell tank farms.
Leak Detection Pit weekly readings are being obtained by Instrument Technicians in these tanks:
AP-103C (for tanks AP-101 - 104)
AP-105C (for tanks AP-105 - 108)
SY-103 - Manual Tape has sporadic readings. ENRAF is primary device.

SY-101 - LDP readings are above normal range. EDL #50007 to repair it.
SY-103 - LDP readings are above normal range. EDL #241-SY-95-5 to repair it

SY-101 - was removed from the Hydrogen Watch List on January 11, 2001.
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TABLE D-6. ENRAF SURFACE LEVEL GAUGE INSTALLATION AND

DATA INPUT METHODS

January 31, 2001
LEGEND
SACS = Surveillance Analysie Computer System
TMACS = Tank Monitor and Control System
Auto = Automatically entered into TMACS and electronically transmitted to SACS
Manual = Manually entered directly into SACS by surveillance personnel, from Field Data sheets
EAST AREA WEST AREA
Tank |Installed| Input Installed | Input Tank | Installed | Input Ingtalled | Input
No. Date - | Method Date | Method B{No. Date | Method Date | Method
A-101 09/85 Auto 07/00 Auto 5-101 02[2& Auto 11/96 Auto
A-102 07/00 Auto £-102 05/95 Auto 06/08 Auto
A-103 07/88 Auto 06/00 Auto 5-103 05/94 Auto 12/86 Auto
A-104 05/96 Manusl 06/00 Auto 5-104 06/99 Auto 0a/98 Auto
A-106 04/96 Auto §-106 07/86 Auto 04/96 Auto
A-1008 01/068 Auto 06/96 Auto §-108 06/94 Awto 04/96 Auto
AN-101 | 08/96 Auto 04/96 Auto 5107 06/84 AUto 04/96 Auto
AN-102 05/00 Auto 05/98 Auto 5-108 07/86 Auto 04/96 Auto
AN-103 0B/95 Auto oys Auto $-108 08/95 Auto 11/96 Auto
AN-104 08/96 Auto 07/94 Auto §-110 08/95 Auto 065/96 Auto
AN-106 08/85 Auto 06]_90 Auto $-111 08/94 Auto 06/96 Auto
AN-106 0B/00 Auto 06/98 Auto §-112 06/95 Auto 06/96 Auto
AN-107 O04/00 Auto OGQS Auto 8X-101 omg Auto 06/06 Auto
AP-101 06/09 Auto ogm Auto 8$X-102 04/85 Auto 06/88 Auto
AP-102 08/99 Auto 05/96 Auto £X-103 04/96 Auto 06/06 Auto
AP-103 08/89 Auto 03/96 Auto SX-104 05/95 Auto 06/86 Auto
AP-104 07/99 Auto $X-106 06/96 Auto 06/86 Auto
AP-106 08/99 Auto 09/99 Auto 8X-108 08/94 Auto 03/86 Auto
AP-106 08/99 Auto 12/96 Auto £X-107 09/09 Auto 07/96 Auto
AP-107 08/88 Auto §X-108 09/09 Auto 08/05 Auto
AP-108 00/88 Auto 8X-100 09/88 Auto 08/96 Auto
AW-101 | 08/96 Auto SX-110 | 00/89 Auto 06/96 Auto
AW-102 05/06 Auto SX-111 08/88 Auto 12/95 Auto
AW-103 05/96 Auto $X-112 08/99 Auto 12/95 Auto
AW-104 01/86 Auto SX-113 08/99 Auto
AW-106 06/86 Auto 02/97 Masnusl SX-114 09/08 Auto 01/86 Manual
AW-106 06/96 Auto 02/69 Manual $X-116 09/99 Marnwal 07/94 Auto
AX-101 09/86 Auto sY-101 07/94 Auto
AX-102 08/88 Auto 8Y-102 08/94 Auto 07/84 Auto
AX-103 09/06 Auto 5Y-103 07/94 Auto 08/94 Auto
AX-104 10/98 Auto 08/94 Auto T-101 05/96 Manuasl 08/94 Auto
AY-101 03/98 Auto 04/99 Manusl T-102 06/84 Auto C6/96 Auto
AY-102 01/98 Auto 06/96 Manuasl T-103 07/86 Manual 07/984 Auto
AZ-101 08/96 Manuasl 02/96 Avto T-104 12/86 Manual 01/96 Manual
AZ-102 04/06 Aute T-106 07/96 Manual 01/96 Manual
B-101 07/00 Auto T-108 07/96 Manual
B-102 02/956 Auto T-107 08/94 Auto
8-103 07/00 Auto T-108 10/96 Manusl
B-104 0800 Autd T-108 09/84 Manusl 09/98 Manual
B-106 08/00 Auto 03/90 Manual T-110 06/96 Auto 08/98 Manusl
{8108 07/00 Auto T-111 07196 Manual
{8107 06/00 Auto T-112 08/96 Manusi
[e-100 07/00 Auto T-201
8108 08/00 Auto T-202
B-110 07/00 Auto T-203
B-111 07/00 Auto T-204
B-112 03/96 Auto -
Total East Area: 70 Total West Area: 77

147 ENRAFs installed: 125 automatically entered into TMACS, 22 manually entered into SACS
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TABLE D-7. TANK MONITOR AND CONTROL SYSTEM (TMACS)

January 31, 2001
Note: Indicated below agre the number of tanks [g' aving at least one operating sensor monitored by TMACS.

HNF-EP-0182, 154

Some tanks have more than one sensor: multiple sensors of the same type in a tank are not shown in the table

{for example: 10 tanks in BY-Farm have at least one operating TC sensor and 3 tanks in BY-Farm have
at least one operating RTD sensor).

Acceptance Testing Completed: Sensors Automatically Monitored by TMACS

Temperatures
Resistance
EAST AREA Thermocouple Thermal ENRAF Gas
: Tree Device Level Pressure |Hydrogen Sample
Tank Farm {TC) (RTD) Gauge {b) (c) Flow
|A-Farm (8 Tenks) 1 3 1 1
AN-Farm (7 Tanks) 7 7 7 3 3
AP-Farm (8 Tanks) 8
AW-Farm (8 Tanke) 8 [ 1 1
AX-Farm (4 Tanks) 3 4 1
AY-Farm (2 Tanks) 2
AZ-Farm (2 Tanks)
B-Farm {16 Tanks} 1 18
BX-Farm (12 Tanks} 11 12
BY-Farm (12 Tanks) 10 3 2
C-Farm (18 Tanks) 16 {f) 1 3 1
TOTAL EAST AREA

(91 Tanks) 54 4 83 8 8 5
WEST AREA
S-Farm (12 Tanks) 12 12 1 3 1 {e)
SX-Farm (15 Tanks) 14 14 1 7 5 (e}
SY-Farm (3 Tanks) (a} 3 3 1 2 2
T-Farm (18 Tenks} 14 1 3 (d) L {a)
TX-Farm {18 Tanks) 13 18
TY-Farm (6 Tanks) -] 3 ]
U-Farm {18 Tanks} 15 & 4 ] 8

TOTAL WEST AREA

(86 Tanks) 77 4 62 7 19 19

TOTALS {177 Tanks) 131 8 125 15 25 24

(a) Tank SY-101 has 2 gas sample flow sensors plus 2 vent flow sensors, and 2 ENRAFs,

(b) Each tank has two sensors (high and low range).

(c) Each tank has two scnsors (high and low range).

(d) T-107 - Auto ENRAF OV/S, manual readings taken daily

{¢) S, SX, and T-Farms - five gas sample flow sensors have been unhooked or removed. Will eventually use SHMS
equipment on other tanks but none scheduled yet.

(f) C-105 acromag needs replacing. Manual readings are taken weekly.
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"APPENDIX E

MISCELLANEOUS UNDERGROUND STORAGE TANKS
AND SPECIAL SURVEILLANCE FACILITIES
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TABLE E-1. EAST AND WEST AREA MISCELLANEOUS UNDERGROUND STORAGE TANKS
AND SPECIAL SURVEILLANCE FACILITIES
ACTIVE - still running transfers through the associated diversion boxes or pipeline encasements
January 31, 2001

FACILITY. LOCATION PURPOSE freceives waste from:l (Gallons) . MONITORED BY

EAST AREA

241-A-302-A

241-ER-311
241-AX-152
241-AZ-151

241-AZ-154
244-8X-TK/SMP

244-A-TK/SMP
A-350

AR-204

A-417
CR-003-TK/SUMP

WEST AREA

241-TX-302-C

241-U-301-B
241-UX-302-A
241-5-304

244-5-TK/SMP
244-TX-TK/SMP

A Farm
8 Plent
AX Ferm
AZ Farm

AZ Farm
BX Complex

A Complex
A Farm
AY Ferm
A Farm

C Farm

TX Farm
U Farm
U Plant
S Farm

8 Farm
TX Farm

Vent Station Catch Tank

A-151 DB

ER-151, ER-152 DB
AX-152 DB

AZ-702 condensate

DCRT - Racaives from several farma

DCRT - Recsives from several farms
Collects drainage
Tanker trucks from various facilities

DCRT

TX-154 DB

U-1581, U-152, U-153, U-252 DB
UX-154 DB

5-151 DB

From original tanks to SY-102
From original tanks to SY-102

Cross Country Transfar Line

(s) AR-204 was pumped down to 150 gal then valve was
left on and 350 gal of weter went back into tank.

877
8530
583
7870

25
18380

8494
255
225

12344

3007

155
8038
3058

130

13256
11387

3686

SACS/ENRAF/Manuaslly
SACS/ENRAF/Manusily
SACSMT
SACS/ENRAF/TMACS

SACSMT
SACSMT

MCS/SACS/WTF
MCS/SACS/WTF
(e} DiP TUBE
SACSWTF
MT/ZIP CORD

SACS/ENRAF/Manually
SACS/ENRAF/Manually
SACS/ENRAF/Manually
SACS/ENRAF/Manually

SACSManually
SACSManually

BEMARKS

Pumped to AW-105 7/00

August 2000 water added to perform integrity test
Volume changes daily - pumped to AZ-101 or AZ-102
as neaded

Using Manual Tape for tank/sump, pumped 10/18/99
to 88.0 in.

WTF- pumped 3/99 to AP-108

WTF {uncorrected) pumped as needed

Afarms on SACS-pumped to AP-108, 7/00

WTF {(uncorrected) pumped 4/98

Zip cord in sump O/S 3/11/98, water

intrusion, 1/98

Returned to service 12/30/93

Replaced $-302-A, 10/91; ENRAF installed 7/98
Sump not alarming.

WTF (uncorrected)

MT - pumped PFP 241-2 tank D-5 to 244-TX DCRT
on 11/22/00, lavel now 56.50"

o R e
e
s
S
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TABLE E-2. EAST AREA INACTIVE MISC. UNDERGROUND STORAGE TANKS AND SPECIAL SURYV. FACILITIES
INACTIVE - no longer receiving waste transfers

January 31, 2001
MONITORED

EACILITY LOCATION RECEIVED WASTE FROM: {Gallans) 8y BEMARKS
216-BY-201 BY Farm TBP Waste Line Unknown NM (218-BY)
241-A-302-B A Ferm A-152 DB 5759 SACSMT Isolated 1985, Project B-138

Interim Stabilized 1990, Rain intrusion
241-AX-151 N of PUREX PUREX Unknown NM isolated 1985
241.B-301-8 8 Ferm B-151, 8-162, 8-153, B-252 DB 22250 M leolated 1985 (1)
241-8-302-B B Farm B-154 DB 4930 NM Isolated 1985 (1)
241-8X-302-A BX Farm BR-152, BX-153, BXR-152, BYR-152 DB 840 NM Isolated 1985 (1)
241-BX-302-B BX Farmn 8X-154 DB 1040 NM teolated 1985 {1)
241-BX-302-C 8X Farm BX-155 DB 870 NM Isolated 1985 (1)
241-C-301-C C Farm C-181, C-152, C-153, C-252 DB 10470 NM leciated 1985 (1)
241-CX-70 Hot Semi- Transfer lines Unknown NM solated, Decornmission Project,
241-CX-72 Works - Transfer lines as0 NM See Dwg H-2-95-501, 2/5/87
241-ER-311A SW B Plant ER-151 DB Unknown NM Isolated
244-AR VAULT A Complex Botwoon farms & B-Plamt Unknown NM Not actively being used. Systems

activated for final clean-out.
244-BXR-TK/SMP-001 BX Ferm Transfer lines 7200 NM Interim Stabilkization 1985 (1)
244-BXR-TK/SMP-002 BX Farm Tronsfer lines 2180 NM Interim Stabilization 1985 (1)
244-BXR-TK/SMP-003 BX Farm Transfer lines 1810 NM Interim Stabilization 1985 (1)
244-BXR-TK/SMP-011  BX Ferm Trensfer lines 7100 M Interim Stabilization 1985 (1)
381-B-TANK B Plant Drainage from B-Plant Unknown NM Intarim Stabilization 1985 (1)

{1) SOURCE: WASTE STORAGE TANK STATUS & LEAK DETECTION CRITERIA documaent
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TABLE E-3. WEST AREA INACTIVE MISC. UNDERGROUND STORAGE TANKS AND SPECIAL SURV. FACILITIES
INACTIVE - no longer receiving waste transfers

Jamuary 31, 2001
: MONITORED

EACILITY LOCATION BECEIVED WASTE FROM: {Gallensl BY BEMARKS
216-TY-201 E. of TY Farm Supernate from T-112 Unknown NM isolated
231-W-151-001 N. of Z Plant 231-Z Floor drains Unknown NM inactive, last data 1974
231-W-151-002 N. of Z Plant 231-Z Floor drains Unknown NM inactive, last data 1974
240-5-302 S Farm 240-5-151 D8 8385 SACS/ENRAF Assumed Losker EPDA 85-04
241-5-302-A S Farm 241-8-151 DB 4] Assumed Leaker TF-EFS-90-042

Partiafty filed with grout 2/91, determined still assumed leaker after leak test. Manual FIC readings are unobtsinable due to dry grouted surface.
CASS monitoring system retired 2/23/99; intrusion readings discontinued. S$-304 replaced S-302-A

241-8-302-8B S Fam - S Encasements Unknown NM Isolated 1985 (1)

241-8X-302 SX Farm §$X-151 DB, 151 1B Unknown NM Isotated 1987

241-8X-304 S$X Farm S$X-152 Trensfer Box, SX-151 D8 Unknown NM Isoiated 1985 (1)

241-T-301 T Farm DB T-151, -151, -153, -262 Unknown NM Isolated 1985 {241-T-301B)
241-TX-302 TX Ferm TX-153 DB Unknown NM Isotated 1985 (1)

241-TX-302-X-B TX Farm TX Encassments Unknown NM Isolated 1985 (1)

241-TX-302-B TX Farm TX-155 DB 1800 SACSMT Noew MT instalted 7/16/93
241-TX-302-B(R) E. of TX Farm TX-155 DB Unknown NM Iaoiated )

241-TY-302-A TY Ferm TX-153 DB Unknown NM Isolated 1985 (1)

241-TY-302-B TY Farm TY Encasements Unknown NM Isolated 1986 (1)

241-Z-8 E. of Z Plant Recuplex waste Unknown NM Isolated, 1974, 1975

242-T-138 T Evaporator T Evaporator Unknown NM Isolated

242-TA-RY T Evepcorator Z Plant waste Unknown NM isolated

243-8-TK-1 N. of 8 Ferm Pers. Decon. Facility Unknown NM Isolated

244-U-TK/SMP U Farm DCRT - Receives from several farms Unknown NM Not yet in use

244-TXR VAULT TX Farm Transfer ines Unknown NM fnterim Stabilized, MT removed 1984 (1)
244 TXR-TK/SMP-001 TX Farm Transfer lines Unknown NM Interim Stabitized, MT removed 1984 (1)
244-TXR-TK/SMP-002 TX Farm Transfer knes Unknown NM . Interim Stabilized, MT removed 1984 (1}
244-TXR-TK/SMP-003 TX Farm Transfer knes Unknown NM Interim Stabilized, MT removed 1984 (1)
270-W SE of U Plant Condensate from U-221 Unknown NM Isolated 1970 .
361-T-TANK T Plent Drainage from T-Plant Unknown NM Isolated 1985 (1}

361-U-TANK U Plant Drainage from U-Plant Unknown NM - Interim Stabilzed, MT removed 1984 (1)

{1) SOURCE: WASTE STORAGE TANK STATUS & LEAK DETECTION CRITERIA document
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APPENDIXF

LEAK VOLUME ESTIMATES
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TABLE F-1. SINGLE-SHELL TANK LEAK VOLUME ESTIMATES (Sheet 1 of 5)

241 U-1 12

N/A = not spplicable (not yet interim stabilized)

January 31, 2001
Date Declared Associsted interim
Confirmed or Volume KilcCuries Stabilized Leak Estimate
Tank Number Assumed Leaker (3) Gallons (2) 137 cs (10) Date (11) Lipdated Reference
] L] NS TN S
241-A-103 1987 5500 (&) 08/88 1987 i
241-A-104 1975 500 to 2500 0.8t 1.8 (q 09/78 1983 {a){q)
241-A-108% (1) 1963 10000 to 85 to 760 (b} 07/79 1991 )
277000
241-AX-102 1988 3000 (8) 09/88 1989 (h)
241-AX-104 1977 - {8 08/81 1989 g
241-B-101 1974 - {6) 03/81 1989 (o)
241-B-103 1978 - {8) 02/85 1989 )]
241-B-105% 1978 - {B) 12/84 1989 (g}
241-B-107 1980 8000 {8} 03/85 1986 (d)(f)
241-8-110 1981 10000 (8} 03/85 1986 (d}
241-B-111 1978 ~ (8} 08/85 1989 (g}
241-B-112 1978 2000 05/85 1989 (@
241-8-201 1980 1200 (8} 08/81 1984 {e}(f)
241-B-203 1983 300 (8) oe/84 1886 (d}
241-8-204 1984 400 (8) 08/84 1989 {g)
241-8X-101 1972 -~ (8} 09/78 ]
241-BX-102 1971 0000 50 (I} 11/78 (d)
241-BX-108 1974 25800 o5 M 07/79 {d)
241-BX-110 1976 - (8) 08/8% (g}
241-BX-111 1984 (13) -~ {8} 03/95 (g
241-8Y-103 1973 <5000 11/97 (a)
241-8Y-105 1984 - (8) N/A (g
241-BY-106 1884 -~ (8} N/A Q)
241-8Y-107 1984 15100 (8) 07/79 Q)
241-BY-108 1972 <5000 02/85 {8}
241-C-101 1980 20000 (8)(10) 11/83 (d)
241-C-110 1984 2000 05/95 g
241-C-111 1968 5600 (8) 03/84 (g
241-C-201  (4) 1988 550 03/82 {i}
241-C-202 (4) 1988 450 08/81 (i}
241-C-203 1984 400 (8) 03/82 {d)
241-C-204 (4 1988 350 098/82 i}
241-5-104 19868 24000 (8) 12/84 g
241-SX-104 1988 8000 (8) 04/00 {k)
241-SX-107 : 964 <5000 10/79 {a)
241-8X-108 (5)(14) 1862 2400 to 17 to 140 08/79 (m}ig)(t}
35000 (m){g)(t)
241-8X-109 (SH14) 1965 < 10000 <40 (n)(t) 05/81 (n)(t)
241-8%-110 978 5500 (8) 08/79 g
241-8X-111 (14} 1974 500 to 2000 0.6to 2.4 (s 07779 {d)g)t)
241-8X-112 (14} 1969 30000 40 Iy 07/79 {d)iv)
241-5X-113 1962 15000 8 W 11/78 {d}
241-8X-114 1972 ~ {68) 07/79 (g
241-5X-115 1965 21 (o) 09/78 {o}
241-T-101 1892 7500 (8) 04/33 (P}
241-T-103 1974 <1000 (8) 11/83 (@)
241-T-1086 1973 115000 (8) 40 08/81 {d
241-T-107 1984 - {8) 05/98 {g}
24%1-T-108 1974 <1000 (8) 11178 1]
241-T-109 1874 <1000 (B) 12/84 {g)
241-T-111 1978, 1994 (12} <1000 (8) 02/85 {fitr)
241-TX-105 1977 - {B) 04/83 {g)
241-TX-107 (5) 1984 10/79 {d)
241-TX-110 1877 - {8 04/83 Q)
241-TX-113 1974 - {8 04/83 {o)
241-TX-114 1974 -~ {8) 04/83 {0
241-TX-115 1977 -~ {8} 09/83 o
241-TX-116 1977 - {8} 04/83 lo}
241-TX-117 1977 -~ {8} 03/83 {g)
241-TY-101 1973 <1000 {8} 04/83 N
241-TY-103 1973 3000 0.7 Oy 02/83 {d)
241-TY-104 1981 1400 (8) 11/83 (d)
241-TY-105 1960 35000 4 02/83 {d)
241-TY-106 1958 20000 2 11/718 (d}
241-U-101 1959 30000 20 ) 09/79 d)
241-U-104 1961 55000 0.09 (1) 10/78 )
241-U-110 197% 5000 to 8100 (8) 0.08 (q) (1) gg; (d(:‘()q)
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TABLE F-1. SINGLE-SHELL LEAK VOLUME ESTIMATES
(Sheet 2 of 6)

Footnotes:

)]

@

£}

Current estimates [see reference(b)] are that 610 Kgallons of cooling water was added to Tank 241-A-105
from November 1970 to December 1978 to aid in cvaporative cooling. In accordance with Dangerous Waste
Regulations (Washington Administrative Code 173-303-070 (2)(a)(ii), as amended, Washington State
Department of Ecology, 1990, Olympia, Washington], any of this cooling water that has been added and
subscquently leaked from the tank must be classified as a waste and should be included in the total leak
volume. In August 1991, the leak volume estimate for this tank was updated in accordance with the WAC
regulations. Previous estimates excluded the cooling water icaks from the total leak volume estimates because
the waste content {concentration) in the cooling water which leaked should be much less than the original

liquid waste in the tank (the sludge is relatively insoluble). The total leak volume estimate in this report (10

Kgallons to 277 Kgallons) is based on the following (see References):

1. Reference (b) contains an estimate of 5 Kgallons to 15 Kgallons for the initial legk prior to August
1968,

2. Reference (b) contains an estimate of 5 Kgallons to 30 Kgallons for the leak while the tank was being
sluiced from August 1968 to November 1970.

3 Reference (b) contains an estimate of 610 Kgallons of cooling water added to the tank from
November 1970 to December 1978 but it was estimated that the leakage was small during this period.
This reference contains the statement “Sufficient heat was generated in the tank to evaporate most,
and perhaps nearly all, of this water.” This results in a Jow estimate of zero gallons leakage from
November 1970 to December 1978.

4. Reference (c) contains an estimate the 378 to 410 Kgallons evaporated out of the tank from
November 1970 to December 1978. Subtracting the minimum evaporation estimate from the cooling
water added estimate provides a range from 0 to 232 Kgallons of cooling water leakage from

November 1970 to December 1978,

Prior to August 1968 5,000 15,000

August 1968 to November 1970 - 5,000 30,000

November 1970 to December 1978 0 232,000
Totals 10,000 277,000

These leak volume estimates do not inchude (with some exceptions), such things as: () cooling/raw water
leaks, (b) intrusions (rain infiltration) and subsequent leaks, (c) leaks inside the tank farm but not through the
tank liner (surface leaks, pipeline leaks, leaks at the joint for the overflow or fill lines, etc.), and (d) leaks from
catch tanks, diversion boxes, encasements, etc. .

In many cases, a leak was suspected long before it was identified or confirmed. For example, reference (d)
shows that Tank 241-U-104 was suspected of lesking in 1956. The leak was “confirmed” in 1961. This report
Lists the “assumed leaker” date of 1961. Using present standards, Tank 241-U-104 would have been declared
an assumed leaker in 1956. In 1984, the criteria designations of "suspected leaker,” *questionsble integrity,”
sconfirmed leaker,® “declared leaker,” “borderline” and *dormant,” were merged into one category now reported
a3 "assumed leaker.® See reference (f) for explanation of when, how long, and how fast some of the tanks
leaked. It is highly likely that there have been indetected leaks from single-shell tanks because of the nature of
their design and instrumentation.
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TABLE F-1. SINGLE-SHELL TANK LEAK VOLUME ESTIMATES
(Sheet 3 of 6)

The leak velume estimate date for these tanks is before the “declared leaker” date because the tank was in a
“suspected leaker” or “questionable integrity” status; however, a Jeak volume had been estimated prior to the
tank being reclassified.

The increasing radiation levels in drywells and laterals associated with these three tanks could be indicating
continuing leak or movement of existing radionuclides in the soil. There is no conclusive way to confirm these
observations.

Methods were used to estimate the leak volumes from these 19 tanks based on the agsumption that their
cumulative leakage is approximately the same as for 18 of the 24 tanks identified in footnote (9). For more
details see reference (g). ThctotallcakvolumcmhmateforthmtmksmlSOKgnllons(roundedtothencarcst
Kgallons), for an average of approximately 8 Kgallons for each of 19 tanks.

The total has been rounded to the nearest 50 Kgallons. Upper bound values were used in many cases in
developing these estimates. It is likely that some of these tanks have not actually leaked.

Leak volume estimate is based solely on observed liquid level decreases in these tanks. This is considered to
be the most accurate method for estimating leak volumes.

The curic content shown is as listed in the reference document and is pot decayed to a consistent date:
therefore, a cumulative total is inappropriate.

Tank 241-C-101 experienced a liquid level decrease in the late 1960s and was taken out of service and
pumped to a “minimum heel” in December 1969. In 1970, the tank was classified as a “questionable integrity”
tank. Liquid level data show decreases in level throughout the 19703 and the tank was saltwell pumped during
the 1970s, ending in April 1979. The tank was reclassified as a “confirmed leaker” in January 1980. See
references (q) and (r); refer to reference (s) for information on the potential for there to have been leaks from
other C-farm tanks (specifically, C-102, C-103, and C-109).

These dates indicate when the tanks were declared to be interim stabilized. In some cases, the official interim
stabilization documents were issued at a later date. Also, in some cases, the field work associated with interim
stabilization was completed at an earlier date.

Tank T-111 was declared an assumed re-leaker on February 28, 1994, due to a decreasing trend in surface
level measurement. This tank was pumped, and interim stabilization completed on February 22, 1995.

Tank BX-111 was declared an assumed re-leaker in April 1993, Preparations for pumping were delayed,
following an administrative hold placed on all tank farm operations in August 1993. Pumping resumed and the
tank was declared interim stabilized on March 15, 1995.

The leak volume and curie release estimates on SX-108, SX-109, $X-111, and SX-112 have beenire-  ~
evaluated using a Historical Leak Model [see reference (t)]. In general, the model estimates are much higher
than the values listed in the table, both for volume and curies reieased. The values listed in the table do not
reflect this revised estimate because, *In particular, it is worth emphasizing that this report was never meant to
be a definitive update for the leak baseline at the Hanford Site. It was rather meant to be an attemnpt to view the
issue of lcak inventories with a new and different methodology.” (This quote is from the first page of the
referenced report).

In July 1998, the Washington State Department of Ecology (Ecology) directed the U. S. Department of Energy
(DOE) to develop corrective action plans for eight single-shell tank farms (B/BX/BY/S/SX/T/TX/TY) where
groundwater contamination likely originated from tank farm operations. A Tni-Party Agreement milestone (M-
45 series) was developed that established a formalized approach for evaluating impacts on groundwater quality
of losses of tank wastes to the vadose zone underlying these tank fanms. Planning documents have been
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TABLE F-1. SINGLE-SHELL TANK LEAK VOLUME ESTIMATES
{Sheet 4 of 6)

completed for the S, SX, B, BX, and BY tank farms and will be completed shortly for the T, TX, and TY
farms. The phase 1 field investigation is near completion in the S and SX tank farms and has begun in the B,
BX, and BY farms. Field work is anticipated in FY-02 for the T, TX, and TY tapk farms. The remaining four
single-shell tank farms are expected to be included in cotrective action plans in the near future,

All of the information included in this appendix is currently under review and significant revisions are
anticipated. Recently, major tank farm vadose zone investigation efforts (such as the baseline spectral gamma-

ray logging of ail drywells in all single-shell tank farms, as well as drilling and sampling in the SX tank farm)
were completed. This appendix will be revised as a better understanding of past tank leak events is developed.
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TABLE F-1. SINGLE-SHELL TANK LEAK VOLUME ESTIMATES

(Sheet 5 of 6)
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TABLE G -1. SINGLE-SHELL TANKS INTERIM STABILIZATION STATUS (Sheet 1 of 3)

January 31, 2001
Interim Interim . Interim

Tank Tank Stabil. Stabil. Tank Tank Stabil. Stabll, Tank Tank Stabil. Stabil.
A-101 SOUND N/A Hc-101 ASMO LKR 11/83 AR .108 Asmo KR | 11/78 AR
A-102 SOUND 00/89 SN c-102 SOUND 09/95 ASMO LKR | 12/84 AR
A-103 ASMD LKR 00/88 AR C-103 SOUND N/A SOUND | 01/00 (51 | JET
A-104 ASMD LKR 09/78 AR C-104 SOUND 09/89 ASMD LKR | 02/85 JET
A-106 ASMD LKR 07/79 10/95 SOUND 03/B1 | AR(DI3)
A-106 SOUND 08/82 N/A SOUND 04/81 AR (3)
AX-101 SOUND N/A 08/86 SOUND 08/81 AR
AX-102 | ASMD LKR 09/88 03/84 SOUND 04/81 AR
AX-103 SOUND 08/87 11/83 SOUND 08/81 AR
AX-104 | ASMD LKR 08/81 06/96 SOUND 02/84 AR
B-101 ASMD KR 03/8 03/84 SCUND 04/83 JET
Ia—wz SOUND 08/85 09/90 SOUND 08/83 JET
[B-103 ASMD KR 02/85 03/82 SOUND 09/79 SN
[B-r04 SOUND 06/85 06781 ASMD 1KR | 04/83 JET
B-106 ASMO KR 12/64 03/83 SOUND 06/83 JET
|a-1oc SOUND 03/85 ©9/82 ASMD LKR | 10/79 AR
[e-107 ASMD LKA 03/86 N/A SOUND 03/83 JET
B-108 SOUND 06/86 N/A SOUND 04/83 JET
Ia-wa SOUND 04/86 04/00 JET (8] ASMD LKF | 04/83 JET |
|e-ti0 ASMD LKR 12/84 12/64 SOUND 04/83 JET
[B-111 ASMD LKR 06/85 oo/es SOUND 04/83 JET
B112 ASMD LKR 06/85 N/A ASMD LXR | 04/83 JET
|B-20! ASMD LKR 08/81 AR (3) N/A ASMD LKR | 04/83 JET
B-202 SOUND 06/85 12/96 ASMD LKR | 09/83 JET
B-203 ASMD LKR 06/84 NIA ASMD LKR | 04/83 JET
B-204 ASMD LKR 08/84 01/97 ASMD LKR | 03/83 JET
[Bx-107 | AsmMD LKR_ | o9/7e N/A SOUND 04/83 JET_|
BX-102 ASMD LKR 11778 NIA ASMD LKR | 04/83 JET
BX-103 SOUND 11/83 NiA SOUND 08/79 AR
BX-104 SOUND 00/89 N/A ASMD KR | 02/83 JET
BX-106 SOUND 03/81 N/A ASMD LKR | 11/83 AR
BX-106 SOUND 07/96 04/00 JET (7) ASMD LKR | 02/03 JET
BX-107 SOUND 09/90 N/A ASMD LKR | 11/78 AR
BX-108 | ASMD LKR 07/79 06/00 JET (8) ASMD LKR | 09/79 AR
8X-100 SOUND 00/90 10/79 AR -102 SOUND N/A
BX-110 | ASMD LKR 08/86 08/79 AR -103 SOUND 09/00 | JET (9}
BX-111 ASMD LKR 03/85 08/81 AR 104 ASMD LKR | 10/78 AR
BX-112 SOUND 09/90 08/70 AR -106 SOUND N/A
BY-101 SOUND 06/64 07/79 SN U-108 SOUND N/A
BY-102 SOUND 0495 07779 AR 107 SOUND NIA
BY-103 | ASMD LKR 11/97 11/78 AR 1108 SOUND N/A
BY-104 SOUND 01/85 07/79 AR 108 SOUND N/A
lw-ws ASMD LKR N/A 09/78 AR 110 ASMD LKA | 12/84 | AR
jav-108 ASMD LKR N/A 04/03 SN an SOUND N/A
fév-107 ASMD LKR 07/79 03/81 AR(2)(3) 112 ASMD LKR | 09/79 AR
Jev-i08 | ASMD LXR 02/96 11/83 AR -201 SOUND 08/70 AR
BY-100 SOUND 07/97 11/99 (4) JET U-202 SOUND 08/70 SN
BY-110 SOUND 01/86 06/87 AR U-203 SOUND 08/79 AR
Jsyan SOUND 01/86 06/81 AR U-204 SOUND 08/79 N
Jov-112 SOUND 08/84 06/96 JET

AR = Administratively interim stabilized Interim Stabilized Tanks 126

JET = Saitwell jet pumped to remove drainable interstitial liguid Not Yet Intarim Stabilized 24

SN = Supsrnates pumped (Non-Jet pumped)

Total Single-Shell Tanks 149

e

N/A = Not yet interim stabilized
ASMD LKR = Assumed Leaker
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TABLE G-1. SINGLE-SHELL TANKS INTERIM STABILIZATION STATUS
(sheet 2 of 2)

i

Footnotes:

N

@

©)]
@

&)

©)

M

®

1t

These dates indicate when the tanks were actually interim stabilized, In some cases, the official interim
stabilization documents were issued at a later date.

Although tanks, BX-103, T-102 and T-112 met the interim stabilization administrative procedure at the time
they were stabilized, they no longer meet the recently updated administrative procedure. The tanks were re-
evalusted in 1996 and memo 9654456, J. H. Wicks to Dr. J. K. McClusky, DOE-RL, dated September 1996,
was issued which recommended that no further pumping be performed on these tanks, based on an economic
cvaiuation.

Docament RPP-5556, Rev. 0, "Updated Drainable Interstitial Liquid Volume Estimates for 119 Single-Shell
Tanks Declared Stabilized,” J. G. Field, February 7, 2000, states that five tanks no longer meet the stabilization
criteria (BX-103, T-102, and T-112 exceed the supernate criteria, and BY-103 and C-102 exceed the DIL
criteria).

An intrusion investigation was completed on tank B-202 in 1996 because of a detected increase in surface
level. As a result of this investigation, it was determined that this tank no longer meets the recently updated
administrative procedure for 200 seriea tanks.

Original Interim Stabilization data are missing on four tanks: B-201, T-102, T-112, and T-201.

Tank 241-T-104 was Interim Stabilized on November 19, 1999. In-tank video taken October 7, 1999, shows
the surface is clearly sludge-type waste with no saltcake present. No visible water on surface. Waste surface

appears level across tank with numerous cracks. There is 2 minimal collapsed area around the saltwell screen,
with no visible bottom.

Tank 241-T-110 was Interim Stabilized on January 5, 2000, due to major equipment failure. An in-tank video
taken October 7, 1999 (pumping was discontinued on August 12, 1999), showed the surface of this tank as
smooth, brown-tinted sludge with visible cracks.

Tank 241-8-103 was declared Interim Stabilized April 18, 2000. The surface is a rough, black and brown-
colored waste with yellow patches of saltcake vigible throughout. The surface appears to be damp but not
saturated, and shows irregular cracking typically seen with surfaces beginning to dry out. A pool of
supernatant liquid (10 feet in diameter, 5 feet deep, 1.0 Kgallons) is visible from video observations.

Tank 241-SX-104 was declared Interim Stabilized April 26, 2000, due to major equipment failure. The
surface is a rough, yellowish gray saltcake waste with an jrregular surface of visible cracks and shelves that
were created as the surface dried out. The waste surface appears to be dry and shows no standing water within
the tank.

Tank 241-SX-106 was declared Interim Stabilized May 5, 2000. The surface is a smooth, white-colored
saltcake waste. The surface level slopes alightly from the tank sidewall down to & large depression in the center
of the iank. A second depression sarrounds both saltwel] screens and an sbandoned LOW, The wasic surfaces
sppear dry and show no standing water within the tank.

Tank 241-U-103 was declared Interim Stabilized September 11, 2000. The surface is & brown colored waste
with irregular patches of white salt crystal. Approximately 30% of the waste surface is covered by the salt
formations. The surface level slopes slightly from the tank sidewall down to the first of two depressions in the
center of the tank. The waste surface appears dry and shows signs of drying and cracking due to saltwell
pumping. LOW readings indicate an average adjusted ILL of 60.2 inches. There is a small pool of supernatant
liquid estimated to be 500 gallons.
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TABLE G-2. SINGLE-SHELL TANK INTERIM STABILIZATION MILESTONES

January 31, 2001
(sheet 1 of 2)

New single-shell tank interim stabilization milestones were negotiated in 1999 and are identified in the "Consent

Decree." The Consent Decree was approved on August 16, 1999,

CONSENT DECREE
Attachments A-1 and A-2

Following is the schedule for pumping liquid waste from the remaining twenty-nine (29) single-shell tanks. This
schedule is enforceable pursuant to the terms of the Decree except for the "Project Pumping Completion Dates,"

which are estimates onty and not enforceable. (Note: Schedule does not include C-106)

Tank Projected Pumping Actual Pumping Projected Pumping Interim Stabilization
i ion Start Date Start Date Completion Date Date
1. T-104 Already initiated March 24, 1996 May 30, 1999 November 19, 1999
2. T-110 Already initiated May 12, 1997 May 30, 1999 January 5, 2000
3. SX-104  Already initiated September 26, 1997  December 30, 2000 April 26, 2000
4, SX-106 Already initiated October 6, 1998 December 30, 2000 May 35, 2000
5. §8-102 July 31, 1999 March 18, 1999 March 30, 2001
6. S-106 July 31, 1999 April 16, 1999 March 30, 2001
7. §-103 July 31, 1999 June 4, 1999 March 30, 2001 April 18, 2000
8. U-103* June 15, 2000 September 26, 1999 April 15, 2002 September 11, 2000
9. U-105* June 15, 2000 December 10, 1999  April 15, 2002
10. U-102* June 15, 2000 January 20, 2000 April 15, 2002
11. U-109* June 15, 2000 March 11, 2000 April 15, 2002
12. A-101 October 30, 2000 May 6, 2000 September 30, 2003
13. AX-101  October 30, 2000 July 29, 2000 September 30, 2003
14. SX-105  March 15, 2001 August 8, 2000 February 28, 2003
15. §X-103  March 15, 2001 October 26, 2000 February 28, 2003
16. §X-101  March 15, 2001 November 22, 2000  February 28, 2003
17. U-106* March 15, 2001 August 24, 2000 February 28, 2003
18. BY-106 July 15, 2001 June 30, 2003
19. BY-105 July 15, 2001 June 30, 2003
20. U-108 December 30, 2001 August 30, 2003
21, U-107 December 30, 2001 August 30, 2003
22. §-111 December 30, 2001 August 30, 2003
23. 8X-102 December 30, 2001 August 30, 2003
24. U-111 November 30, 2002 September 30, 2003
25. §-109 November 30, 2002 September 23, 2000  September 30, 2003
26, S-112 November 30, 2002 September 30, 2003
27. S-101 November 30, 2002 September 30, 2003
28. S§-107 November 30, 2002 September 30, 2003
29. C-103 No later than Decsmber 30, 2000, DOE will determine whether the organic layer and pumpable liquids will be pumped

* Tanks containing organic complexants.

from this tank together or scparately, and will establish a deadline for initiating pumping of this tank. The parties will

incorporate the initistion deadline into this schedule as provided in Section V1 of the Decree.

ORP issued a letter 10 WDOE on December 22, 2000, meeting the requirements of this milestons.
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TABLE G-2. SINGLE-SHELL TANK INTERIM STABILIZATION MILESTONES
(sheet 2 of 2)

ilization. DOE will complete interim stabilization of all 29 single-shell tanks listed above by

93% of Total Liquid 9/30/1999 (1)
38% of Organic Complexed Pumpable Liguids 9/30/2000 (2)
5% of Organic Complexed Pumpable Liquids 9/30/2001
18% of Total Liquid 9/30/2002
2% of Total Liquid 9/30/2003

The "percentage of pumpable liquid remaining to be removed” is calculated by dividing the volume of
pumpable liquid remaining to be removed from tanks not yet interim stabilized by the sum of the total amount
of liquid that has been pumped and the pumpable liquid that remains to be pumped from all tanks.

(4))] The Pumpabie Liquid Remaining was reduced to 88%, by 9/30/99, exceeding this milestone. Reference
LMHC-9957926 R1, D. L Allen, LHMC RPP to D. C. Bryson, DOE-OPP, dated October 26, 1999

) The Complexed Pumpable Liquid Remaining was reduced to 38%, by 9/15/00. Reference CHG-0004752,
R F. Wood, CHG, to J. J. Short, DOE-RPP, dated September 13, 2000,
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TABLE G-3. SINGLE-SHELL TANKS STABILIZATION STATUS SUMMARY

January 31, 2001
Partial Interim Isolated (Pl) § Intrusion Prevention Completed (IP) ._Interim Stabilized (IS)
EAST AREA 3 EAST AREA WESTAREA EAST AREA WEST AREA
A101 § A-103 5104 A-102 S-103
A-102 i A-104 S-105 A-103 $-104
$A-105 A-104 5-105
AX-101 $A-108 8X-107 A-105 5-108
SX-108 A-108 s-110
BY-102 EAX-102 §X-109
BY-103 AX-103 SX-110 AX-102 §X-104
BY-105 E AX-104 8X-111 AX-103 8X-108
BY-108 SX-112 AX-104 SX-107
BY-109 3 B-FARM - 16 tanks 5X-113 5X-108
£ BX-FARM - 12 tanks SX-114 B-FARM - 16 tanks 8X-108
c-103 $X-115 BX-FARM - 12 tanks $X-110
C-105 £ BY-101 SX-111
c-108 =BY-104 T-102 BY-101 8X-112
Eaetaom A R BY-107 T-103 BY-102 8X-113
£BY-108 T-105 BY-103 SX-114
WEST AREA £BY-110 T-108 BY-104 SX-115
8-101 E BY-111 T-108 BY-107
5-102 S BY-112 T-100 BY-108 T-Farm - 16 tanks
8-103 : T-112 BY-109 TX-FARM - 18 tanks
$-106 : C-101 T-201 BY-110 TY-FARM - 6 tanks
5-107 3C-102 7-202 BY-111
S-108 $C-104 T-203 BY-112 uU-10
S-100 # C-107 T-204 u-103
$-110 $C-108 c-101 u-104
s-111 §C-100 TX-FARM - 18 tanks c-102 u-110
s-112 $C-110 TY-FARM - 8 tanks c-104 U-112
EC-111 c-105 U-201
SX-101 1C-112 u-101 c-107 U-202
8X-102 §C-201 U-104 c-108 U-203
$X-103 £C-202 U-112 U-204
SX-104 £ C-203 Yeet A
$X-105
$X-108
T-101
7-104
T-107
T-110
T-111 ;
U-102 £ Controlled, Clean, and Stable (CCS)
U-103 ;
U105 EAST AREA WEST AREA
U-108 BX-FARM - 12 Tania TX-FARM - 18 tanks
u-107 _ TY FARM - 6 tanks
U-108  Eant Aroa
u-108 ;
u-110 :
¥ Note: CCS activities have been deferred

U-111

until funding is available.
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TABLE H- 1. TANK AND EQUIPMENT CODE/STATUS DEFINITIONS
January 31, 2601

1. TANK STA DE

WASTE TYPE (also see definitions, section 2 below)

AW Aging Waste (Neutralized Current Acid Waste [NCAW])

cC Complexant Concentrate Waste

CP Concentrated Phosphate Waste

DC Dilute Complexed Waste

DN Dilute Non-Complexed Waste

DSS Double-Shell Slurry

DSSF Double-Shell Slurry Feed

NCPLX Non-Complexed Waste

PD Plutonium-Uranium Extraction (PUREX) Neutralized Cladding
Removal Waste (NCRW), transuranic waste (TRU)

TANK USE (DOUBLE-SHELL TANKS ONLY)

CWHT Concentrated Wasts Holding Tank
DRCVR Dilute Receiver Tank
EVFD Evaporate Feed Tank
SRCVR Slurry Receiver Tank

2. DEFINITIONS
WASTET. -

Waste Tank Safety Issue
A potentially unsafe condition in the handling of waste material in underground storage tanks that requires
corrective action to reduce or eliminate the unsafe condition.

Watch List Tank
An underground storage tank containing waste that requires special safety precautions because it may have
a serious potential for release of high level radioactive waste because of uncontrolled increases in
temperature or pressure. Special restrictions have been placed on these tanks by "Safety Measures for
Waste Tanks at Hanford Nuclear Reservation,” Section 3137 of the National Defense Authorization Act for
Fiscal Year 1991, November 5, 1990, Public Law 101-510, (also known as the Wyden Amendment).

Ci i7ation
Characterization is understanding the Hanford tank waste chemical, physical, and radiological properties
to the extent necessary to insure safc storage and interim operation, and ultimate disposition of the waste,

WASTE TYPES

High level, first cycle solvent extraction waste from the PUREX plant (NCAW)

ncen! mpl
Concentrated product from the evaporation of dilute complexed waste.
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] WasteonginaungfromthedeoonmmmauonotmeNRmtormthemONArca, Concentration of this
waste produces concentrated phosphate waste. ‘

Characterized by a high content of organic carbon including organic complexants: ethylenediaminetetra-
acetic acid (EDTA), citric acid, and hydroxyethyl-ethylenediaminetriacetic acid (HEDTA), being the
major complexants used. Main sources of DC waste in the DST system are saltwell liquid inventory (from
SSTs).

Dilyte Ni
Low activity liquid waste originating from T and S Plants, the 300 and 400 Areas, PUREX facility
(decladding supernatant and miscellancous wastes), 100 N Area (sulfate waste), B Plant, saltwells, and
PFP (supernate).

Double-Shell Slurry (DSS)
Waste that exceeds the sodium aluminate saturation boundary in the cvaporator without exceeding receiver
- tank composition Iimits. For reporting purposes, DSS is considered a solid.

Double-Shell Slurry Feed (DSSF)
‘Waste concentrated just before reaching the sodium aluminate saturation boundary in the evaporator
without excecding receiver tank composition limits. This form is not as concentrated as DSS.

Non-complexed (NCPLX)
General waste term applied to all Hanford Site (NCPLX) liquors not identified as complexed.

PUREX Decladding (PD)
PUREX Neutralized Cladding Removal Waste (NCRW) is the solids portion of the PUREX plant
neutralized cladding removal waste strecam; received in Tank Farms as a slurry. NCRW solids are
classified as transuranic (TRU) waste.

Inmnalhqmdthat:snothcldmplacebycapxﬂaryfoms,andmllthereforemlgrateormovehy
gravity. (See also Section 4 below)

Supcrnate
The liquid above the solids or in large liquid pools covered by floating solids in waste storage tanks. (See
also Section 4 below)

Femmocyanide |
A compound of iron and cyanide commonly expressed as FeCN. The actual formula for the ferrocyanide
anion is [Fe(CN)q]™.

INTERIM STABILIZATION (Single-Shell Tanks only)

Interim Stabilized (IS)
A tank which contains less than 50 Kgallons of drainable interstitial liquid and less than 5 Kgallons of
supernatant liquid. If the tank was jet pumped to achieve interim stabilization, then the jet pump flow or

gattwell screen inflow must also have been at or below 0.05 gpm before interim stabilization criteria is
met.

H-3



HNF-EP-0182, Rev. 154

Jet Pump
The jet pump system includes 1) a jet assembly with foot valve mounted to the base of two pipes that

extend from the top of the well to near the bottom of the well casing inside the saltwell screen, 2) a
centrifugal pump to supply power fluid to the down-hole jet assembly, 3) fiexible or rigid transfer jumpers,
4) a flush line, and 5) a flowmeter. The jumpers contain piping, valves, and pressure and limit switches.

The centrifugal pump and jet assembly are needed to pump the interstitial liquid from the saltwell screen
into the pump pit, nominally a 40-foot elevation rise. The power fluid passes through a nozzle in the jet
assembly and acts to convert fluid pressure head to velocity head, thereby reducing the pressure in the jet
assembly chamber. The reduction in pressure allows the interstitial liquid to enter the jet assembly
chamber and mix with the power fluid. Velocity head is converted to pressure head above the nozzle,
lifting power fluid, and interstitial liquid to the pump pit. Pumping rates vary from 0.05 gallons to about 4
gpm.

Saltwell Screen
The saltwell system is a 10-inch diameter saltwell casing consisting of a stainless steel saltwell screen
welded to a Schedule 40 carbon steel pipe. The casing and screen are to be inserted into the 12-inch tank
riser located in the pnmp pit. The stainless steel screen portion of the system will extend through the tank
waste to near the bottom of the tank. The saltwell screen portion of the casing is an approximately 10-foot
length of 300 Series, 10-inch diameter, stainless steel pipe with screen openings (slots) of 0.05 inches.

B Pumping Trail
A 45-foot tractor-type trailer is equipped 1o provide storage space and service facilitics for emergency
pumping equipment: this consists of two dedicated jet pump jumpers and two jet pumps, piping and dip
tubes for each, two submersible pumps and attached piping, and a skid-mounted Weight Factor Instrument
Enclosure (WFIE) with an air compressor and electronic recording instruments. The skid also contains a
power control station for the pumps, pump pit leak detection, and instrumentation. A rack for over 100
feet of overground double-contained piping is also in the trailer.

1 TT ingle- T nl

Partially Interim Isolated (P
The administrative designation reflecting the completion of the physical effort required for Interim
Isolation except for isolation of risers and piping that is required for jet pumping or for other methods of
stabilization.

Interim Isolated (IT)
The administrative designation reflecting the completion of the physical effort required to minimize the
addition of liquids into an inactive storage tank, process vault, sump, catch tank, or diversion box. In June
1993, Interim Isolation was replaced by Intrusion Prevention.

i ion P ion (P
Intrusion Prevention is the administrative designation reflecting the completion of the physical effort
required to minimize the addition of liquids into an inactive storage tank, process vault, sump, caich tank,
or diversion box. Under no circumstances are electrical or instrumentation devices disconnected or
dissbled during the intrusion prevention process (with the exception of the clectrical pump).

Controlled, Clean, and Stable reflects the completion of several objectives: "Controlled” - provide rerote
monitoring for required instrumentation and implement controls required in the TWRS Authorization
Basis; "Clean" - remove surface soil contamination and downpost the Tank Farms to RBA/URMA/RA
radiological control status, remove abandoned equipment, and place reusuable equipment in compliant
storage; and "Stable” - remove pumpable liquids from the SSTs and IMUSTSs and isclate the tanks.

H4
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TANK INTEGRITY

Sound _ .
The integrity classification of a waste storage tank for which surveillance data indicate no loss of liquid

attributed to a breach of integrity.

Agsumed Leaker
The integrity classification of a waste storage tank for which surveillance data indicate a loss of liquid

attributed to a breach of integrity.

Assumed Re-T eaker
A condition that exists after a tank has been declared as an "assumed leaker” and then the surveillance

data indicates a new loss of liquid attributed to a breach of integrity.
TANK INVESTIGATION

Intrusion
A term used to describe the infiltration of liquid into a waste tank.

IN NTA

Drywells
Historically, the drywells were monitored with gross logging tools as part of a secondary leak monitoring
systemn. In some cases, neutron-moisture sensors were used to monitor moisture in the soil as a function of
well depth, which could be indicative of tank leakage. The routine gross gamma logging data were stored
electronicaily from 1974 through 1994. The routine gross gamma logging program ended in 1994. A
program was initiated in 1995 to log each of the gvailable drywells in each tank farm with a spectral
gamma logging system. The spectral gamma logging system provides quantitative values for gamma-
cmitting radionuclides. The baseline spectral gamma logging database is available electronically.

Repeat spectral drywell scans are not part of the established Tank Farm leak detection program, but can be
run on request if special needs arise. A select subset of drywells is routinely monitored by the Vadose
Zone Characterization Project to assess movement of gamma-emitting radionuclides in the subsurface,

Laterals
Laterals are horizontal drywells positioned under single-shell waste storage tanks to detect radionuclides in
the soil which could be indicative of tank leakage. These drywells can be monitored by radiation detection
probes. Laterals are 4-inch ingide diameter steel pipes located 8 to 10 feet below the tank's concrete base.
There are three laterals per tank. Laterals are located only in A and SX farms. There are currently no
functioning laterals and no plan to prepare them for use.

Surface Levels
The surface level measurements in all waste storage tanks are monitored by manual or automati¢

conductivity probes, and recorded and transmitted or entered into the Surveillance Analysis Computer
System (SACS),

Automatic FIC
An sutomatic waste surface level measurement device is manufactured by the Food Instrument Company
(FIC). The instrument consists of a conductivity electrode (plummet) connected to a calibrated steel tape,
a steel tape recl housing and a controller that automatically raises and lowers the plummet to obtain a
waste surface level reading. The controller can provide a digital display of the data and until February
1999, the majority of the FICs transmitted readings to the CASS. Since CASS retirement, all FIC gauges
are read manuaiiy. FICs are being replaced by ENRAF detectors (see below).
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ENRAF 854 ATG Level Detector
FICs and some manual tapes are in the process of being replaced by the ENRAF ATG 854 level detector.

The ENRAF gauge, fabricated by ENRAF Incorporated, determines waste level by detecting variations in
the weight of a displacer suspended in the tank waste. The displacer is connected to a wire wound onto a

precision measuring drum. A level causes a change in the weight of the displacer which will be detected

by the force transducer. Electronics within the gauge causes the servo motor to adjust the position of the

displacer and compute the tank level based on the new position of the displacer drum. The gauge displays
the level in decimal inches. The first few ENRAFs that received remote reading capability transmit liquid
level data via analog output to the Tank Monitor and Control System (TMACS). The remaining ENRAFs
and future installations will transmit digital level data to TMACS via an ENRAF Computer Interface Unit
(CIU). The CIU allows fully remote communication with the gauge, minimizing tank farm entry.

Annulus
The annulus is the space between the inner and outer shells on DSTs only. Drain channels in the
insulating and/or supporting concrete carry any leakage to the annulus space where conductivity probes are
installed. The annulus conductivity probes and radiation detectors are the primary means of leak detection
for all DSTs.

In-tank liquid observation wells are used for monitoring the interstitiat liquid level (ILL) in single-shell
waste storage tanks. The wells are usually constructed of fiberglass or TEFZEL-reinforced epoxy-polyester
resin (TEFZEL, a trademark of E. 1. du Pont de Nemours & Company). There are a few LOWs
constructad of steel. LOWS are sized to extend to within 1 inch of the bottom of the waste tank, are ssaled
at their bottom ends and have a nominal outside diameter of 3.5 inches. Two probes are used to monitor
changes in the ILL; gamma and neutron, which can indicate intrusions or leakage by increases or
decreases in the ILL. There are 65 LOWSs (64 are in operation) installed in SSTs that contain or are
capable of containing greater than 50 Kgatlons of drainable interstitial liquid, and in two DSTs only. The
LOWSs installed in two DSTs, (SY-102 and AW-103 tanks), are used for special, rather than routine,
surveillance purposes only.

Thermocouple (TC)
A thermocouple is a thermoelectric device used to measure temperature. More than one thermocouple on
a device (probe) is called a thermocouple tree. In DSTs there may be one or more thermocouple trees in
risers in the primary tank. In addition, in DSTs only, there are thermocouple elements installed in the
insulating concrete, the lower primary tank knuckle, the secondary tank concrete foundation, and in the
outer structural concrete.

These monitor temperature gradients within the concrete walls, bottom of the tank, and the domes. In
S8Ts, one or more thermocouples may be installed directly in a tank, although some SSTs do not have any
trees installed. A single thermocouple (probe) may be installed in a riser, or lowered down an existing
riser or LOW. There are also four thermocouple laterals beneath Tank 105-A in which temperature
readings are taken in 34 thermocouples.

In-tank Photographs and Videos
In-tank photographs and videos may be taken to aid in resolving in-tank measurement anomalies and
determine tank integrity. Photographs and videos help determine sludge and liquid levels by visual
examination.

TERMS/ACRONYMS

CCS Controlled, Clean and Stable (tank farms)
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FSAR Final Safety Analysis Report (replaces BIOS, effective October 18, 1999)

I Interim Isolated

P Intrusion Prevention Completed

IS Interim Stabilized

MI/FIC/ENRAF Manual Tape, Food Instrament Corporation, ENRAF Corporation (surface level
measurement devices)

QosD Operating Specifications Document

Pl Partial Interim Isolated

SAR Safety Analysis Reports

SHMS Standard Hydrogen Monitoring System

TMACS Tank Monitor and Control System

TPA Hanford Federal Facility Consent and Compliance Order, "Washington State Department of
Ecology, U. S. Environmental Protection Agency, and U. S. Department of Energy,” Fourth
Amendment, 1994 (Tri-Party Agreement)

UsO Unreviewed Safety Question

Wyden Amendment "Safety Measures for Waste Tanks at Hanford Nuclear Reservation,” Section 3137 of the

i Al ion r Fiscal Year 1991, November 5, 1990, Public Law

101-510.

D NS F RTABLEA-6 INGLE- TANKS

COLUMN HEADING COLUMN VOLUME CALCULATIONS (Underlined)/DEFINITIONS

Total Waste Solids volyme plus Supernatant liquid. Solids include sludge and saltcake
{see definitions below).

Supernate (1) May be cither measured or estimated. Supernate is cither the estimated or
measured liquid floating on the surface of the waste or under a floating -
solids crust. In-tank photographs or videos are uscful in estimating the
liquid volumes; liquid floating on solids and core sample data are useful in
estimating large liquid pools under a floating crust.

Drainable Interstitial This is initially calcylated. Drainable interstitial liquid is calculated based

Liquid (DIL) (1) on the saltcake and sludge volumes, using calculated porosity values from

past pumping or actual data for each tank. Interstitial liquid is liquid that
fills the interstitial spaces of the solids waste. The sum of the interstitial
liquid contained in saltcake and sludge minus an adjustment for capillary
height is the initial volume of drainable interstitial liquid.
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COLUMN HEADING COLUMN VOLUME CALCULATIONS (Underlined)/DEFINITIONS

Pumped This Month ga iqui , rj .

: mpematelspmsem,pumpproducuonlsﬁrstsubtmctedfmmthc
supernatant volume. The remainder is then subtracted from the drainable
interstitial liquid volume.

Total Pumped (1)

Drainable Liquid inable ial Liguid. The total Drainable Liquid

Remaining (DLR) (1) Remmmng is the sum of dmnable mtersuual liquid and supernate.

Pumpable Liquid Drainable Liguid Remaining minys ynpumpable volume. Not all drainable

Remalml}g_(PLR) (1) interstitial liquid is pumpable.

Sludge i i i iti waste. Sludge usually
wasmtheformofmpended solids whenthewastewasongmallyreoewed
in the tank from the waste generator. In-tank photographs or videos may be
used to estimate the volume,

Saltcake i ,
wmﬂmmm Ifsalwake is layered over sludge, itis only
possible to measure total solids volume. In-tank photographs or videos may
be used to estimate the saltcake volume.

Solids Volume Update

Solids Update Source -

See Footnote

Last In-tank Photo D last in hy n

Last In-tank Video D in-tank vi en

See Footnotes for These Indicates any change made the previous month. A footnote explanation for

Changes the change follows the Inventory and Status by Tank Appendix (Table E-6).

(1)

As pumping continues, supernate, DIL, DLR, PLR, and total gallons pumped are adjusted

accordingly based on actual pump volumes.
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APPENDIX 1

TANK FARM CONFIGURATION, STATUS
AND FACILITIES CHARTS
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Figure I-1. High-Level Waste Tank Configuration
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(FIC, ENRAF and Manual Tape)
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Figure I-2. Double-Shell Tank Instrumentation Configuration
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Figure I-3. Single-Shell Tank Instrumentation Configuration
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THE TANK FARM FACILITIES CHARTS (colored foldouts)
ARE ONLY BEING INCLUDED IN THIS REPORT ON A QUARTERLY BASIS
(i.c., months ending March 31, June 30, September 30, and December 31)

NOTE: COPIES OF THE FACILITES CHARTS CAN BE OBTAINED
FROM DENNIS BRUNSON, LMSI MULTI-MEDIA SERVICES
376-2345, G3-51
ALMOST ANY SIZE IS AVAILABLE, WHICH CAN BE LAMINATED
P-CARD IS REQUIRED
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